WindowPRO
French Door Replacement
For: Mr. Rufus Evans
4205 Fullerton St.
Detroit, MI 48238

Detailed scope of work (formatted as bulleted list) 
· WindowPRO will remove existing French Door unit and all debris, including any lead.
· WindowPRO will haul away and dispose of existing unit, and making sure area is clear of waste. 
· WindowPRO will prepare opening for install of new Marvin Ultimate Sliding French Door
· WindowPRO will install new Marvin Ultimate Sliding French Door, including new exterior coil trim and interior casings to match existing home décor. 

Description of project (if replacing any existing material(s), include an explanation as to why replacement--rather than repair--of existing and/or construction of new is required)

1. WindowPRO will be installing a new Marvin Ultimate Sliding French Door for Mr. Rufus Evans due to age and inoperable condition of existing French Door unit. 

2. Marvin Signature Ultimate products are aluminum clad wood, with an extruded aluminum exterior and a real pine wood interior that can be stained/painted by customer to their liking. 

3. Exterior clad color will be Marvin’s Bahama Brown, which was chosen to match to home’s original window and door exterior trim color, and the overall color pallet of the home itself (brown is predominant color hue). 

4. WindowPRO will be using lead safe installation practices, as is standard with homes built before 1978.
Description of existing conditions (including materials and design) 
Mr. Evans currently has a French Door unit located on the back of his home with solid wood screen door panels. The unit is essentially weathered and has extensive damage, rendering it’s condition to inoperable. Current material is real wood on exterior and interior with single pane glass, and lead based caming grids. Original color was dark brown, which has since faded. 
With no functionality, there is also an egress issue, and no way to enter/leave home through this opening. The door has damaged wood above lock and handle, flaking paint on entire unit and potential for lead hazard. The main door will not open and the outside screen doors have to be forced open to swing out. The customer currently needs bricks and wood boards to be put in front of doors to hold them in place. 
