General notes on Window Renovations, walkway repair, and chimney painting from last submission.

Many of the windows on the east and south elevations have been restored.  The conditions of the original windows is remarkably excellent to my surprise.  Only one broken pane of glass was discovered.  Dimensions of the windows is not changing.  None of the window openings have changed.  In all cases, the old windows fit exactly where they once were.  Fortunately, when the substandard vinyl windows were installed, they were made smaller than the original frames and no changes were made to the original openings.
Also shown on the next page is a pair of old windows that is currently being restored.  Glass is de-glazed and removed, paint stripped, hardware removed and cleaned.  Condition of the wood is excellent.  It is my intention to have the window renovations completed by the end of this year on the East, West and South elevations.  The north elevation may spill into next spring.


Originally there was a plan to paint the brick on the chimney repairs to match them to the rest of the brick work.  After consulting with Mr. Reiden, and understanding the situation better, I have decided not to paint the brick.  It will be left as it currently exists.

The walkway will be removed and all of the bricks will be cleaned.  The substructure will be releveled and the bricks will be re-installed.  There are currently several bricks that are broken and as discussed with Mr. Reiden, I will be eliminating one row of bricks, making the sidewalk approximately 8 inches narrower.  This way I should have enough bricks to complete the rebuild.

When I purchased the home in 2019, it was painted white.  I have since power washed the paint from the brick to expose the original, as build, brickwork.  In addition, I have tuck-pointed the entire home (every mortar joint using Grunwell-Cashera as my contrator).  Care was taken to match the mortar with a special mix to match the original used.  No chemicals were used so as to not damage the glazing of the bricks.
