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DIVISION 01  PC-756 
ADMINISTRATIVE PROVISIONS      PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
01010 - 1 - Provisional 


SECTION 01010 – PROVISIONAL 
 
ADMINISTRATIVE PROVISIONS 
 
Provisional Specification Summary: 
 


1.4.02 – Revise text as shown. 
1.4.03 – Revise text as shown. 
1.6 – Revise text of first sentence of final paragraph. 
1.22 – Update text as shown below. 
1.25.02 – Delete text as shown below.  
 


 
 
(Update text as shown.) 
 
 
1.4.02 Cash and Provisionary Allowance. It is understood that the Contractor has 
included in the Contract Price all allowances so named in the Contract Documents. 
 
1.4.03 Measurement and Payment.  Measurement and payment for any allowance shall be 
in accordance with the provisions of Article 4.7 of the General Conditions of the Agreement 
for construction. 


 
1.6 Replace “all details of survey stations…. under this Contract” with: 
 
“All details of survey stations, bearings, or similar survey designations are applicable only for 
the location of work to be performed under this Contract.” 
 
1.22 ABBREVIATIONS. Use the latest Standards of the following:  
 
Ten State  Great Lakes Upper Mississippi River Board of State 
Standards  Public Health and Environmental Managers 
 
1.25.02 Units of Measure and Their Abbreviations. Delete the last line:  
 
1 MGD    4.3813 x 10-5  
 


 
 


End of Provisional Section 





		SECTION 01010 – PROVISIONAL






DIVISION 01    PC-756 
DOCUMENTATION STANDARDS               PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
01020 - 1 - Provisional 


SECTION 01020 – PROVISIONAL 
 
DOCUMENTATION STANDARDS 
 
Provisional Specification Summary: 
 


1.1 – Delete and Update the text shown below. 
1.4.01 – Add text as shown below. 
3.1 – Update text. 


 
 
(Update text as shown.) 
 
1.1 SCOPE. Delete the entire sentences “All design deliverables shall reflect dual units of 
measurements.  U.S. units will be primary units, followed by metric units in parenthesis.”  
 
1.4.01 New Drawings. 
 
Revise “MicroStation” to “AutoCAD or MicroStation” . 
 
3.1 DRAWING GENERATION.  All drawings shall be generated using a personal computer 
and plotted as defined in Part 1 above. 
 
 
 


End of Provisional Section 





		SECTION 01020 – PROVISIONAL






DIVISION 01  PC-756 
SUMMARY OF WORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract 
basis—shall supersede and govern over all other specifications or contract documents.  All other wording in the 
Master Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain 
in effect as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 01030- 1 - Provisional 


SECTION 01030 – PROVISIONAL 
 
SUMMARY OF WORK 
 
Provisional Specification Summary: 
 
1.1 – Add the following subsections as shown below: 
 
(Update text as shown.) 
 
PART 1 – GENERAL 
 
1.1 SCOPE 
 
1.1.01 Overview. 
 
 The scope of work includes, but is not limited to: 
 


A. Demolition and replacement of concentric effluent trough assemblies in each 
of Clarifiers No. 13-16 


 
1. Each trough shall be 2’-0” wide, 18” deep and shall be 5/16” thick 


Type 316L stainless steel.  
2. Troughs shall be complete with support clip angles and hardware for 


field mounting/bolting to trough supports.  The segments are to be 
field welded between the effluent boxes.   


3. Effluent trough support brackets to be fabricated from Type 316L 
stainless steel and mounted using Type 316 stainless steel wall 
anchorages.  Existing anchorages shall be field cut flush with wall.  
Field drilling of support brackets will be required to match launder 
clips (details of troughs, trough supports, weir plates and field welds 
are shown on Drawing No. 410). 


 
B. Demolition and replacement of concentric baffles in each of Clarifiers No. 13-


16  
 
1. Perimeter scum baffle plate shall extend around each clarifier 6’-0” 


from the basin wall and shall be made of 5/16” thick Type 316L 
stainless steel.  The segments are to be field welded.   


2 Baffle shall have an adjustable height as indicated on the drawings 
and field mounted/bolted to trough supports. 


 







DIVISION 01  PC-756 
SUMMARY OF WORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract 
basis—shall supersede and govern over all other specifications or contract documents.  All other wording in the 
Master Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain 
in effect as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 01030- 2 - Provisional 


C. Demolition and replacement of one hundred twelve (112) effluent boxes (24 
each for Clarifiers No. 13 and 14 and 32 each for Clarifiers No. 15 and 16) 
with end plates for sealing, for collection of the clarified water out of the 
clarifiers: 


 
1. Each effluent box shall be 5/16” thick Type 316L stainless steel, 


complete with support angles and hardware for field attachment to 
existing basin wall.   


2. Include stainless steel angle mounting at basin wall.  Anchorages for 
existing effluent boxes shall be field cut flush with wall and replaced 
with new Type 316 stainless steel wall anchorages.   


3. Include one (1) –lot neoprene gasket, 3/8” thick x 1-1/2” wide, field cut 
to seal one hundred twelve (112) effluent boxes (24 per basin in 
Clarifiers No. 13 and 14 and 32 per basin in Clarifiers No. 15 and 16) 
where they attach to the basin walls. 


 
D. Demolition and replacement of 9” wide adjustable weir plates for effluent 


troughs and effluent boxes fabricated from 5/16” Type 316 stainless steel 
plate with 4” deep v-notches, in Clarifiers No. 13-16.   


 
1. Gaskets, weir mounting clips and studs shall be included. 


 
E. Demolition and replacement of all components of the circular primary clarifier 


mechanisms in Clarifiers No. 13 and 14, with the exception of the new center 
drives and center drive platforms; the center cage support pipes; the existing 
inlet orifice plates; the existing scum deflectors; the skimmer arms and their 
supports; the scum troughs and conveyors; and the bridge and grating 
walkways with their associated handrails and toeplates, as follows: 


  
1. Replace the demolished equipment with new equipment, including 


center cages; influent dispersion wells; rotating rake arms and spiral 
blade sludge scrapers; spare parts; and wiring and conduit between 
all equipment and panels.   


2. Remove lead paint from existing painted bridge walkway surfaces, 
including handrails, and repaint.  Also paint all exposed and 
submerged new ferrous surfaces and submerged existing ferrous 
surfaces including, but not limited to, rotating clarifier mechanism 
(trussed rake arms, center cages), and center cage support assembly.   


3. Toward the end of construction, as directed by the Engineer, refurbish 
ONE (1) Eimco Model # C120B2P center drive that is currently being 
stored outdoors at the DWWTP.  Transportation to be provided by the 
vendor.  Refurbishment shall be done by DWSD-approved Eimco-







DIVISION 01  PC-756 
SUMMARY OF WORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract 
basis—shall supersede and govern over all other specifications or contract documents.  All other wording in the 
Master Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain 
in effect as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
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certified repair facility.  After refurbishment, the center drive shall be 
properly wrapped and packed by the repair facility for long-term 
storage.    


4. Provide technical service for equipment check, start-up and 
instructions to operating personnel.  


  
F. Installation of new light fixtures and lamps on the bridges of Clarifiers No. 13 


and 14. 
 
G. Installation of one new 60-amp welding receptacle on each of the platforms 


of Clarifiers No. 13 through 16. 
 


H. Demolition and replacement of the groundwater pressure relief systems for 
Clarifiers No. 13 and 14. 
 


I. Resurfacing of the concrete base slabs of Clarifiers No. 13 and 14. 
 


J. Structural analysis of existing center cage support column assembly of 
Clarifier No. 13.   


 
1. Clean and test the existing center cage support assembly to 


determine the steel thickness of the support columns and their 
adequacy to support the clarifier mechanism.   


2. Perform a structural analysis to determine whether replacement of 
center cage support assembly is necessary. 


3. Provide a cleaning and testing work plan for review and approval by 
the Engineer. 


4. The testing shall be done by independent third party material testing 
firm and testing results and structural analysis shall be signed and 
sealed by a professional engineer registered in the state of Michigan. 


 
End of Provisional Section 





		SECTION 01030 – PROVISIONAL






DIVISION 01  PC-756 
CONTROL OF WORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
01040- 1 - Provisional 


 
SECTION  01040 – PROVISIONAL 
 
CONTROL OF WORK 
 
Provisional Specification Summary:  
 


1.2.03 – Add section as indicated below. 
1.2.04 – Add section as indicated below.  


   
  
 


1.2.03 General Requirements. 
 


The Contractor shall: 
 


1. Develop a program, in cooperation with the Engineer to provide 
for the construction and putting into service the new work in the 
most orderly manner possible and in coordination with other 
construction projects; 


 
2. Adhere to such program except as deviations therefrom are 


expressly permitted by the Engineer; 
 


3. Plan all work of connecting with, cutting into, and reconstructing 
existing pipes or structures so as to interfere with the operation 
and maintenance of the existing facilities for the shortest 
possible time and when the demands on the facilities best 
permit such interference, even though it may be necessary to 
work outside of normal working hours to meet these 
requirements; 


 
4. Make minor modifications in such work relating to existing 


structures as may be necessary, without additional 
compensation; 


 
5. Before starting any work which will interfere with the operation 


of the existing facilities, do all possible preparatory work and 
shall see that all tools, materials, and equipment to be installed 
are made ready and at hand; 


 







DIVISION 01  PC-756 
CONTROL OF WORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
01040- 2 - Provisional 


6. Conduct his operations so as to (a) interfere as little as possible 
with existing treatment works and other construction contracts, 
and (b) not damage existing equipment, structures, etc., or 
cause disruption of plant operations; 


 
7. Make no claim for additional compensation by reason of delay 


or inconvenience in adapting his operations to the need for 
continuous primary treatment at the existing plant; and 


 
8. Begin no work related to interference with, or connections to 


existing facilities necessary for continued plant operations until 
such schedule is accepted and approved by the Engineer. 


 
 


1.2.04 Particular Requirements 
 


The Contractor shall: 
 


1. Be restricted to work on not more than one (1) clarifier at one 
time; 


 
2. Substantially complete all required tank construction, 


performance testing and cleaning activities on each tank before 
the release of another clarifier by the Engineer; 


 
3. Substantial Completions and Final Completion of the Work shall 


be achieved within the times appearing under Article 8, Time, of 
the FORM OF AGREEMENT FOR CONTRACT NO. PC-756, 
contained in Book 1 of 3 of the Contract Documents; 


 
4. Before starting any on-site construction activity on any clarifier, 


drain and clean the clarifier.  DWSD will isolate the gates, 
partially dewater each clarifier down to the center area only and 
then turn it over to the Contractor.  It will be the Contractor’s 
responsibility to complete the dewatering and cleaning and to 
keep water out of the clarifier during construction.   


 
5. Refill each such respective clarifier per the direction of 


Engineer.  
 







DIVISION 01  PC-756 
CONTROL OF WORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
01040- 3 - Provisional 


6. Submit a written notice to the Engineer upon substantial 
completion of the required Work for each such respective 
clarifier, including but not limited to: 


 
a. the completion of all required construction Work, 


 
b. the completion of all required performance testing and 


final adjusting of the new equipment, etc., and 
 


c. the completion of all required clarifier and corresponding 
temporary work site area restorations and cleanings; 


 
Such notice shall also request the Engineer’s permission to 
proceed with similar Work on the next designated or assigned 
clarifier; 


 
7. Upon the Engineer’s acceptance in writing of such notice, 


immediately proceed with the required Work on next clarifier as 
indicated. 


 
 


End of Provisional Section 
 
 
 
 





		SECTION  01040 – PROVISIONAL






DIVISION 02    PC-756 
DEMOLITION                                                 PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
02050 - 1 - Provisional 


SECTION 02050 – PROVISIONAL 
 
DEMOLITION 
 
Provisional Specification Summary: 
 


3.1.04 – Add text as shown below. 
3.2.03 – Update text as shown below. 


 
 
(Update text as shown.) 
 
3.1.04 Interruption of Services.  
 


A. Demolish and remove all necessary structures and equipment in accordance with 
the Contract Documents. Only one (1) clarifier will be out of service at any given 
time, leaving the other clarifiers fully operable, unless the Owner's operation and/or 
maintenance staff elect to shut down any other clarifier(s) not under current rework 
by the Contractor.  All demolition and equipment replacement shall be completed in 
each clarifier before the Contractor proceeds to begin demolition in the next 
clarifier. 
 


B. Obtain approval from the Owner prior to interrupting service to any clarifier. ALL 
service interruptions shall be scheduled at times and conditions acceptable to the 
Owner. Refer to Section 01030, Summary of Work.  


 
 
3.2.03 Salvage. Delete the entire sentence" Salvage Fire Hydrants….. with Construction." 


Replace with the following:  
 


A. Materials, equipment and appurtenances removed, that are not designated for 
relocation, shall become the property of Contractor and shall be hauled from site and 
disposed of at no additional cost to the Owner. 


 
B. Material salvaged from this work shall not be reused, except, where reuse is 


specifically indicated in the Contract Documents, or when the equipment is to be 
turned over to the Owner for reuse. 


 
C. Store equipment to be salvaged for relocation where directed by Engineer, and 


protect from the elements and damage during work.  Other materials, equipment and 
appurtenances removed and designated for salvage by the Owner shall also be 
stored where directed by the Engineer. 


 
 


End of Provisional Section 





		SECTION 02050 – PROVISIONAL






DIVISION 02  PC-756 
MODIFICATIONS TO EXISTING STRUCTURES, PIPING & EQUIP’T – PROVISIONAL  (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 02084- 1 - Provisional 


SECTION 02084 – PROVISIONAL 
 
MODIFICATIONS TO EXISTING STRUCTURES, PIPING AND EQUIPMENT 
 
Provisional Specification Summary: 
 1.2.01 Update text as shown. 
 1.3  Update text as shown. 
 2.1  Delete text as shown. 
 2.2.01 Delete test as shown. 
 2.2.02 Delete text as shown. 
 3.1  Delete text as shown. 
 3.2.01 Delete text as shown. 
 3.2.02 Delete text as shown. 
 3.2.03 Delete text as shown. 
 3.2.04 Delete text as shown. 
 3.2.05 Delete text as shown. 
 3.2.06 Delete text as shown. 
 3.2.07 Delete text as shown. 
 3.2.09 Delete text as shown. 
 3.2.10 Delete text as shown. 
 
(Update text as shown.) 
 
1.2.01 Governing Standards.  Update City of Detroit Standard Specifications:  
“Detroit City Engineering Division Standard Specifications for Paving and Related 
Construction; February 2006.” 
 
1.3 QUALITY ASSURANCE.  Update governing agency: “Perform all operations 
in accordance with applicable regulations of the City of Detroit, Michigan Department 
of Energy, Labor and Economic Growth, and Federal Government.” 
 
2.1 SERVICE CONDITIONS.  Delete entire third paragraph beginning with “All 
work done in street and road right of ways in Detroit…”. 
 
2.2.01 Cement Stabilized Fly Ash.  Delete entire section. 
 
2.2.02 Bulkheads.  Delete entire section. 
 
3.1 PREPARATION.  Delete fourth paragraph beginning with “Notify affected 
utility companies before starting work…”. 
 
3.2.01 Sewer and Sewer Tap.  Delete entire section. 
 







DIVISION 02  PC-756 
MODIFICATIONS TO EXISTING STRUCTURES, PIPING & EQUIP’T – PROVISIONAL  (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
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3.2.02 Sewer Manhole Adjustment and Cone Reconstruction.  Delete entire section. 
 
3.2.03 Water Gate Manhole and Stop Box Adjustment.  Delete entire section. 
 
3.2.04 Sewer Manhole Abandonment.  Delete entire section. 
 
3.2.05 Catch Basin Adjustment.  Delete entire section. 
 
3.2.06 Catch Basin Abandonment. Delete entire section. 
 
3.2.07 Backfilling Abandoned Sewers.  Delete entire section. 
 
3.2.09 Public Lighting Department (P.L.D.) Manhole and Handhole Adjustment.  
Delete entire section. 
 
3.2.10 Force Main Abandonment. Delete entire section. 
 
 


End of Provisional Section 
 
 
 
 
 
 
 
 
  





		SECTION 02084 – PROVISIONAL

		MODIFICATIONS TO EXISTING STRUCTURES, PIPING AND EQUIPMENT






DIVISION 02  PC-756 
CLARIFIER DEWATERING      PROVISIONAL SPECIFICATION (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 02145- 1 - Provisional 


SECTION 02145 – PROVISIONAL 
 
CLARIFIER DEWATERING  
 
Provisional Specification Summary: 
      Title Revise section title to “Clarifier Dewatering”. 
 1.1  Replace text as shown. 
 3.1  Replace text as shown. 
 3.2  Delete text as shown. 
 3.3  Delete text as indicated. 
 3.4  Delete text as indicated. 
 3.5  Delete text as indicated. 
 3.6  Delete text as indicated 
 
(Update text as shown.) 
 
1.1 SCOPE.  Replace the paragraph with:  “The Contractor shall furnish all labor, 
supervision, materials, tools, equipment and incidentals specified and required to 
complete the dewatering of the clarifier contents of the clarifiers as needed to 
proceed with the Work.  Contractor shall pump the clarifier contents to a location on 
site as directed by the Engineer.” 
 
3.1 WET WELL CLEANING.  Change the heading to “Clarifier Dewatering” and 
replace the first paragraph with:  “The Owner will isolate the gates and dewater each 
clarifier down to the center area only and then turn it over to the Contractor.  It will 
then be the contractor’s responsibility to complete the dewatering and keep water 
out of the clarifiers during construction.” 
 
Delete the second, third, fourth and fifth paragraphs and replace them with:  
“Dewatering of the clarifiers shall be conducted by workmen certified in confined 
space entry and experienced in such work.  All necessary equipment and materials, 
including pumps, piping, and hosing shall be provided by the Contractor. 
   
3.2 REMOVAL OF WET WELL CONTENTS.  Delete this entire paragraph. 
3.3 SLUDGE TRANSPORTATION.  Delete this entire paragraph. 
3.4 SLUDGE/GRIT DISPOSAL.  Delete this entire paragraph. 
3.5 CLEANUP AND RESTORATION.  Delete this entire paragraph. 
3.6 INSPECTION. Delete this entire paragraph. 
 
 


End of Provisional Section 





		SECTION 02145 – PROVISIONAL

		CLARIFIER DEWATERING 






DIVISION 02  PC 756 
TRENCHING, BACKFILLING & COMPACTING   PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 02221 - 1 - Provisional 


SECTION 02221 – PROVISIONAL 
 
TRENCHING, BACKFILLING AND COMPACTING 
 
Provisional Specification Summary: 


1.2.01 Replace text as shown  
2.1.02 Replace text as shown  
2.1.04 Replace text as shown  
2.1.05 Replace text as shown  
3.2.03 Replace text as shown 
3.2.05 Replace text as shown  
3.2.04 Delete text as shown  
3.3  Replace text as shown  


 
(Update text as shown.) 
 
1.2.01 Governing Standards.  Replace the paragraph with:  “Do Work in accordance 
with the Michigan Department of Energy, Labor and Economic Growth Construction 
Standards Part 9: “Excavation, Trenching, and Shoring”.” 
 
2.1.02 Class II Granular Material.  Replace the paragraph with:  “Approved sand, 
gravel, crushed stone, blast-furnace slag or combination thereof, with 100 percent 
passing 3 inch (7.6 cm) sieve, 60 to 100 percent passing 1 inch (2.5 cm) sieve, 0 to 
30 percent passing No. 100 sieve, and loss by washing not to exceed 7 percent per 
MDOT Standard Specifications 902.08 for Granular Materials for Fill and Subbase.” 
 
2.1.04 Aggregate Base Material.  Replace the paragraph with:  “Aggregate base for 
aggregate surfaces or paved surfaces shall meet MDOT Standard Specification 
9.2.06 “Dense Graded Aggregates for Base Course, Surface Course, Shoulders, 
Approaches and Patching” for 21AA or such other sizes as may be approved.” 
 
2.1.05 Graded Gravel.  Replace the entire section with:  “Pea Gravel shall be used 
as backfill as indicated on the Contract Drawings.” 
 
3.2.03 Trenching in Advance of Pipe Laying.  Replace the paragraph with:  “No more 
trench shall be opened per sequence phase than is indicated in the contract 
drawings until concrete is placed over previous opened trench areas.  All trench 
excavation shall be open cut from the surface.” 
 
3.2.04 Alignment, Depth, and Width.  Delete the third paragraph beginning with:  
“Minimum cover shall be 42 inches…” 
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Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
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Delete the fourth paragraph beginning with:  “The grade alignment of piping shall be 
maintained by the use of a string line parallel…” 
 
3.2.05 Location of Pipe Lines.  Replace the second paragraph with:  “Contractor 
shall bear all responsibility and expenses for any damage and injury, and effect all 
necessary repairs or reconstruction.  Comply with all applicable requirements of the 
Michigan Department of Energy, Labor and Economic Growth Construction 
Standards.” 
 
3.3 FIELD QUALITY CONTROL.  Replace the paragraph with:  “Compaction 
testing will be performed by an independent testing agency at the expense of the 
Contractor in accordance with the MDOT Standard Specifications for Construction, 
current edition.” 
 
 


End of Provisional Section 





		SECTION 02221 – PROVISIONAL

		TRENCHING, BACKFILLING AND COMPACTING






DIVISION 03  PC 756 
CONCRETE FORMWORK  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03100 - 1 - Provisional 


SECTION 03100 – PROVISIONAL 
 
CONCRETE FORMWORK 
 
Provisional Specification Summary: 
 1.2.01  Replace text as indicated 
 1.4.01 Replace text as indicated  
 
(Update text as shown.) 
 
1.2.01 Governing Standards.  Replace the standard:  ACI 318, “Building Code 
Requirements for Structural Concrete and Commentary.” with ACI 350-01, “Code 
Requirements for Environmental Engineering Concrete Structures and Commentary 
(ACI 350R-01).” 
 
1.4.01 Drawings and Data.  Replace the second paragraph with:  “Notes to formwork 
erector showing size and location of conduits and piping embedded in concrete in 
accordance with ACI 350-01, Section 6.3.” 
 
 


End of Provisional Section 





		SECTION 03100 – PROVISIONAL

		CONCRETE FORMWORK
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CONCRETE REINFORCEMENT  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
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 03200 - 1 - Provisional 


SECTION 03200 – PROVISIONAL 
 
CONCRETE REINFORCEMENT 
 
Provisional Specification Summary: 
 1.2.01  Replace text as indicated 
 1.3.06  Add text as shown 
 1.4.03  Add text as shown 
 2.1.06  Add text as shown 
 3.2.01  Replace text as indicated 
 
(Update text as shown.) 
 
1.2.01 Governing Standards.  Replace the following standard ACI 318, “Building 
Code Requirements for Reinforced Concrete and Commentary with ACI 350-01, 
“Code Requirements for Environmental Engineering Concrete Structures and 
Commentary (ACI 350R-01).” 
 
1.3.06 Fiber Reinforcement.  Add the section: Provide services of a manufacturer’s 
representative, with at least 2 years experience in the use of the synthetic reinforcing 
fibers for a preconstruction meeting and assistance during the first placement of the 
material. 
 
1.4.03 Fiber Reinforcement.  Add the section: Submit manufacturer’s data for 
synthetic reinforcing fibers.  Identify all placements that are to contain synthetic 
reinforcing fibers.  The fiber length and amount of fibers per cubic yard to be used 
for each placement shall be noted.  Submit design calculations for fiber dosage rate 
to match the size of wire fabric mesh (6x6 – W4.0 xW4.0).  Submit two samples of 
synthetic reinforcing fibers. 
 
2.1.06 Fiber Reinforcement.  Add the section: Synthetic reinforcing fibers for 
concrete grout shall be Strux 90/40 synthetic structural fiber reinforcement as 
manufactured by Grace Construction Products.  Fiber length and quantity for the 
concrete grout mix shall be in strict compliance with the manufacturer’s 
recommendations as approved by the Engineer. 
 
3.2.01 Placement.  Replace the sixth paragraph with:  “Place bar laps in contact and 
tie securely, or space transversely apart to permit embedment of entire surface of 
each bar in concrete.  Length of laps for bars shall conform to requirements of ACI 
350-01, except as otherwise indicated.” 
 


End of Provisional Section 





		SECTION 03200 – PROVISIONAL






DIVISION 03  PC 756 
CONCRETE ACCESSORIES  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03250 - 1 - Provisional 


SECTION 03250 – PROVISIONAL 
 
CONCRETE ACCESSORIES 
 
Provisional Specification Summary: 
 2.1.03  Replace text as indicated  
 3.3.03  Replace text as indicated 
 3.3.04  Delete text as indicated  
 
(Update text as shown.) 
 
2.1.03 Waterstops.  Replace the paragraph with:  “Shall be of the size and type 
indicated on the Plans consisting of active bentonite/butyl-rubber based waterstop.” 
 
3.3.03 Waterstops.  Replace the third and forth paragraphs with:  “Tightly butt coil 
ends together to form a continuous waterstop – do not overlap coil ends.  Where 
required, cut coils with a sharp knife or utility blade to fit coil ends together.  Make 
horizontal to vertical transitions by abutting product coil sections together, no special 
accessory pieces are required.” 
 
3.3.04 Slab Isolation Systems.  Delete the entire second paragraph beginning with: 
“After installation of the isolation materials and pouring…” 
 
 


End of Provisional Section 





		SECTION 03250 – PROVISIONAL






DIVISION 03  PC 756 
CONSTRUCTION AND EXPANSION JOINTS  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03251 - 1 - Provisional 


SECTION 03251 – PROVISIONAL 
 
CONSTRUCTION AND EXPANSION JOINTS 
 
Provisional Specification Summary: 
 2.1.06  Add text as indicated 
 3.1.01  Replace text as indicated 
 3.1.07  Add text as indicated 
 
(Update text as shown.) 
 
2.1.06 Bentonite/Butyl Rubber Waterstops.  Add the following section:  “Shall be of 
the size and type indicated on the Plans consisting of Volclay “Waterstop-RX” 
bentonite/butyl rubber based waterstop” Or Engineer approved equivalent. 
 
3.1.01 Construction Joints.  Replace the fourth paragraph with:  “The bentonite/butyl 
rubber waterstop shall be installed at the locations as indicated on the Drawings and 
per the manufacturer’s recommendations.  In the event that a conflict occurs 
between the Drawings and manufacturers recommendations, bring conflict to 
Engineers attention for approval prior to proceeding with installation.” 
 
3.1.07 Bentonite/Butyl Rubber Waterstops.  Add the following section:  “Follow 
manufacturer’s recommendations for preparation and installation of bentonite/butyl 
rubber waterstop.  Tightly butt coil ends together to form a continuous waterstop – 
DO NOT OVERLAP COIL ENDS.  Place the maximum practical lengths to minimize 
coil end joints.  Where required, cut coils with a sharp knife or utility blade to fit coil 
ends together.  Make horizontal to vertical transitions by abutting coil sections 
together.” 
 
 


End of Provisional Section 





		SECTION 03251 – PROVISIONAL






DIVISION 03  PC 756 
CAST-IN-PLACE CONCRETE  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03300 - 1 - Provisional 


SECTION 03300 – PROVISIONAL 
 
CAST-IN-PLACE CONCRETE 
 
Provisional Specification Summary: 
 1.2.01  Replace text as indicated 
 1.4.04  Replace text as indicated 
 2.1.02  Add text as indicated 
 2.2.10  Replace text as indicated 
 2.2.17  Add text as indicated. 
 
(Update text as shown.) 
 
1.2.01 Governing Standards.  Replace the following standard:  ACI 318, “Building 
Code Requirements for Structural Concrete and Commentary.” with ACI 350-01, 
“Code Requirements for Environmental Engineering Concrete Structures and 
Commentary (ACI 350R-01).” 
 
1.4.04 Test Reports.  Replace the first paragraph with:  “Engage a testing agency 
acceptable to Engineer to perform material evaluation tests and to design concrete 
mixes.” 
 
2.1.02 Reinforcement Materials.  Add the following sentence to the end of section:  
“Reinforcement anchors shall be installed as indicated on the Contract Drawings.” 
 
2.2.10 Water Stops.  Replace the last paragraph with:  “Hydrophilic water strop shall 
be Volclay “Waterstop – RX” bentonite/butyl rubber based or Engineer approved 
equivalent with adhesive as recommended by the manufacturer. 
 
2.2.17 Epoxy Bonding Agent.  Add the following section to paragraph:  “Hilti HYT 
150 Adhesive or Engineer approved equivalent.” 
 
 


End of Provisional Section 





		SECTION 03300 – PROVISIONAL






DIVISION 03  PC 756 
CONCRETE CURING AND FINISHING  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03345 - 1 - Provisional 


SECTION 03345 – PROVISIONAL 
 
CONCRETE CURING AND FINISHING 
 
Provisional Specification Summary: 


1.4.02 Delete text as indicated 
1.4.03 Delete text as indicated 


 
(Update text as shown.) 
 
1.4.02 Samples.  Delete the entire section. 
 
1.4.03 Mock-Up.  Delete the entire section. 
 
 


End of Provisional Section 





		SECTION 03345 – PROVISIONAL

		CONCRETE CURING AND FINISHING






DIVISION 03  PC 756 
GROUT  PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03600 - 1 - Provisional 


 
SECTION 03600 – PROVISIONAL 
 
GROUT 
 


Provisional Specification Summary: 
2.1.04 Update text as shown 


 
 
2.1.04 Epoxy Grout for Reinforcing Bars and Threaded Rod Anchors.  Replace the 
second paragraph with:  “Adhesive for vertical surfaces and overhead applications 
shall be Hilti “HYT-150” or Engineer approved alternate.” 
 
 


END OF PROVISIONAL SECTION 





		SECTION 03600 – PROVISIONAL






DIVISION 03  PC 756 
CONCRETE RESTORATION   PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 03700 - 1 - Provisional 


 
SECTION 03700 – PROVISIONAL 
 
CONCRETE RESTORATION 
 
Provisional Specification Summary: 
 2.1.02 Delete section as shown  
 2.1.03 Add section as shown  
 2.1.04 Delete section as shown 
 3.1.01 Update section as shown 
 3.2.04 Add text as shown  
 
(Update text as shown.) 
 
2.1.02 Shotcrete.  Delete the entire section 
 
2.1.03 Gravity Feed Grout.  Add the section:  The contractor shall use Sika “Sikadur 
35 Hi-Mod LV” for gravity feed applications as indicated in the Specifications.  
Prepare area and install grout as per manufacturer’s recommendations. 
 
2.1.04  Metallic Aggregate Epoxy Repair Mortar.  Delete the entire section. 
 
3.1.01 Spall and Crack Repair.  Delete the entire second paragraph beginning with: 
Entry ports shall be provided along the crack…..” 
 
Add sentence to section. Route or saw cut cracks identified by the Engineer for 
repair.   
 
3.2.04 Gravity Feed Grout.  Add the section:  Pour neat Sikadur 35, Hi-Mod LV into 
vee-notched crack as indicated in Project Drawings.  Continue placement until 
completely filled. 
 
 


END OF PROVISIONAL SECTION 





		SECTION 03700 – PROVISIONAL

		(Update text as shown.)






DIVISION 09     PC-756 
PAINTING                                                                 PROVISIONAL SPECIFICATIONS    (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
09900 - 1 - Provisional 


SECTION 09900 – PROVISIONAL 
 
PAINTING 
 
Provisional Specification Summary: 
 


1.2 – Add text as shown. 
2.2.01 – Delete text as shown. 
2.2.02 – Update text as shown. 
2.2.03 –Update text as shown. 
2.2.04 – Delete text as shown. 
2.2.05 – Delete text as shown. 
2.2.06 – Delete text as shown. 
2.2.09 – Delete text as shown. 
2.2.10 - Delete text as shown. 
2.2.11 – Delete text as shown. 
2.2.12 – Delete text as shown. 
2.2.13 – Delete text as shown. 
2.2.14 – Delete text as shown. 
2.2.15 - Delete text as shown. 
2.2.16 – Delete text as shown. 
2.2.17 – Delete text as shown. 
2.2.18 - Delete text as shown. 
2.3 - Update text as shown. 
3.2 – Delete text as shown. 
3.3.01 – Delete text as shown. 


 
 
(Update text as shown.) 
 
1.2  General.  (Second Paragraph)  Add the following: 
 
“”Contractor shall be responsible for abatement and disposal by suitable means and 
methods for all hazardous substances before applying any coatings.” 
 
2.2.01   Ferrous Metal Surfaces, Interior, Non-Submerged.  Delete the entire section.  
 
2.2.02   Ferrous Metal Surfaces, Exterior, Non-Submerged.    Replace the paragraph with: 
 
 “Surface preparation shall be in accordance with SSPC-SP6-Commercial Blast Cleaning.  
Spot prime bare areas with one coat (3-5 mils DFT) Macropoxy 646 (or Duraplate 235 for 
cold weather application).  The intermediate coat shall be one coat (4-5 mils DFT) 
Macropoxy 646 (or Duraplate 235 for cold weather application).  The finish coat shall be one 
coat (1.5-2.5 mils DFT) Acrolon 218HS or High Solids Polyurethane.   
 







DIVISION 09     PC-756 
PAINTING                                                                 PROVISIONAL SPECIFICATIONS    (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
09900 - 2 - Provisional 


As an alternative, the primer shall be one coat (3-5 mils) DFT Carboline “888 Primer”.  The 
intermediate coat shall be one coat (4-5 mils DFT) Carboline “Carboguard 890”, and the 
finish coat shall be one coat (1.5-2.5 mils DFT) “Carbothane 134 HG”.  
  
As a second alternative, the primer shall be one coat (2-3 mils DFT) International Paint LLC 
“Devoe 201H”.  The intermediate coat shall be one coat (4-6 mils DFT) International Paint 
LLC “Devoe 231 Series”.  The finish coat shall be on coat (2-3 mils DFT) International Paint 
LLC “Devoe 379 Series”. 
 
2.2.03   Ferrous Metal Surfaces, Submerged. Update the section to included the 
following “As a second alternative, the primer shall be one coat (4-6 mils DFT) International 
Paint LLC “Devoe 236” and the finish coat shall be two coats (4-6 mils DFT) International 
Paint LLC “Devoe 236”. 
 
2.2.04   Ferrous Metal Surfaces, Submerged (NSF Certified Systems). Delete the entire 
section. 
 
2.2.05   Hollow Metal Work, Exterior.  Delete the entire section.  
 
2.2.06  Hollow Metal Work, Interior.  Delete the entire section.  
 
2.2.09   Ferrous Metal Surfaces Exposed to Heat (From 200° to 600° F). Delete the entire 
section. 
 
2.2.10   Concrete Ceilings. Delete the entire section. 
 
2.2.11   Concrete Buildings Walls, Interior. Delete the entire section. 
 
2.2.12  Concrete Block Masonry, Interior. Delete the entire section. 
 
2.2.13   Concrete surfaces Inside Tanks (Subject To Immersion).  Delete the entire section. 
 
2.2.14   Concrete Floors. Delete the entire section. 
 
2.2.15   Concrete or Concrete Block Masonry, Exterior. Delete the entire section.  
 
2.2.16   Woodwork, Interior.  Delete the entire section. 
 
2.2.17   Woodwork, Exterior.  Delete the entire section. 
 
2.2.18   Insulation Materials.  Delete the entire section. 
 
2.3  COLOR SCHEDULE. Update the entire section as follows: 
 
Pipe and equipment colors shall be in accordance with DWSD Standards. Refer to finish 
schedule for all paint colors and locations. 







DIVISION 09     PC-756 
PAINTING                                                                 PROVISIONAL SPECIFICATIONS    (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
09900 - 3 - Provisional 


 
Primer shall be applied as indicated in each section. 
 
On pipes, coloring shall be done in conjunction with number and color of stripes specified.  
 
Color shall meet the tests specified in Section 3, Color Definitions, of ANSI Z53.1 “Safety 
Color code for marking Physical Hazards.” 
 
Field Painting shall be in accordance with the following color code charts, unless otherwise 
identified by Owner to be shop painted: 
 
EQUIPMENT      COLOR 
Couplings (Eddy Current, Fluid, Etc.)   Yellow 
Gear Reducers     Yellow 
Guards       Orange 
Motors       Orange 
Switch Enclosure     Orange 
Valves       See Note 1 
Valve Operator     Yellow 
Hand Rails      Orange – See Note 2 
     Removable section of Hand Rails   Yellow & Black Stripes See Note 3 
Emergency Stop Bars, Buttons etc.   Red 
Misc. Metals      See Note 4. 
 
Note 1: Color will depend on the service.  The color will be obtained from “Pipe Color Code, 


D.W.S.D.” for the service (No stripes used on equipment). 
Note 2:  Brass, aluminum or stainless steel is not to be painted. 
Note 3:  Stripes will be 3” wide – diagonal. 
Note 4:  No Established Color, Selection will be up to the Engineer 
 
PIPE      PIPE COLOR   STRIPES COLOR (QTY) 
 
WATER 
HDPE     As indicated by Engineer 
 
NOTE: Plastic piping; 6-inch wide band with ¾-inch stripes with 1-inch wide spacing. 
 
Each individual service shall be painted a different color, in accordance with DWSD Piping 
Identification Code, a copy of which will be furnished to the Contractor. Some services will 
also carry stripes of a different color.  Stripes shall be placed at all valves and equipment 
where piping passes through walls or floors and at other places to be designated by the 
Engineer.  Colored plastic adhesive tape of an approved type may be used for color 
stripping.   
 







DIVISION 09     PC-756 
PAINTING                                                                 PROVISIONAL SPECIFICATIONS    (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
09900 - 4 - Provisional 


3.2   PREPARATION.  Delete paragraphs seventeen through twenty beginning with “For 
concrete and unit masonry surfaces scheduled to receive paint finish…..” and ending with 
“…. dry before application of sealer or paint, 12 to 18 hours under normal conditions.”   
 
3.3.01 Application. Delete the first sentence “No interior painting shall be started until the 
structure has been enclosed, ventilated, thoroughly dried out, and inspected by the 
Engineer.” 
 
 


 
 


End of Provisional Section 





		SECTION 09900 – PROVISIONAL






DIVISION 11  PC-756 
EQUIPMENT GENERAL PROVISIONS              PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
11050 - 1 - Provisional 


SECTION 11050 – PROVISIONAL 
 
EQUIPMENT GENERAL PROVISIONS 
 
Provisional Specification Summary: 
 


1.1 – Delete text as shown. 
1.2.02 – Update text as shown. 
1.11 – Update text as shown. 
2.4 – Update text as shown. 
3.1.01 – Delete text as shown. 
3.1.06 - Delete text as shown. 
3.1.09 – Delete text as shown. 
3.3.02 – Delete text as shown. 


 
 
(Update text as shown.) 
 
 
1.1   SCOPE. Delete the entire sentence “Additional requirements for pumps are addressed 
in Master Specification Section 11100, Pump Applications General Requirements.” 
 
1.2.02 General Equipment Stipulations.  Delete the entire sentence “Motors shall be as 
specified in Master Specification Section 16220, General Purpose Induction Motors – 
Procurement, unless indicated otherwise.” 
 
1.11 WARRANTIES. Modify the last sentence “Submit special warranties for the products so 
specified elsewhere in Division 11 of the Specifications.” 
 
2.4  PAINTING. Modify the first sentence “Equipment and identification shall be painted 
except for stainless steel or machined surface in accordance with Specification Section 
09900, Painting, unless indicated otherwise.” 
 
Delete the following sentence “All exterior cast iron and or steel surfaces shall be given two 
shop coats of Amerlock 400 or approved equal.” 
 
Delete the entire third paragraph beginning with “All cast iron and steel surfaces which…..”   
 
3.1.01 Building Openings for Admission of Equipment.  Delete the entire section.   
 
3.1.06  Lines and Grades. Delete the entire paragraph “Axis lines within building shall be so 
spaced on each floor level that work may be laid out with metal tape measure having length 
of 100 feet (30.5 m) maximum.  The use of cloth tape for layout will not be permitted.” 
  
3.1.09 Access Panels and Doors. Delete the entire section.  







DIVISION 11  PC-756 
EQUIPMENT GENERAL PROVISIONS              PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
11050 - 2 - Provisional 


 
3.3.02 Tests. Delete paragraphs two, three and four, beginning with “All pumps 4 inches 
(10.2 cm) ….” and ending with “manufacturer’s curves for flow and horsepower.” 
 
 


 
 


End of Provisional Section 





		SECTION 11050 – PROVISIONAL






DIVISION 15  PC 756 
MISC. PLASTIC PIPE, TUBING AND ACCESSORIES  PROVISIONAL SPEC. (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 15067 - 1 - Provisional 


SECTION 15067 – PROVISIONAL 
 
MISCELLANEOUS PLASTIC PIPE, TUBING AND ACCESSORIES 
 
Provisional Specification Summary: 
 1.3.01 Update text as shown 
 2.1.01    Update text as shown 
 2.1.02   Delete text as shown 
 3.1 Replace text as shown 
 3.2 Replace text as shown 
 3.2.02 Delete text as shown 
 3.3 Replace text as shown 
 
(Update text as shown.) 
 
1.3.01 Drawings and Date.  Delete: “Chemical Resistant waste pipe and fittings, 
Expansion joint, Flange gaskets, FRP double wall pipe and fittings, Gas pipe and 
fittings, Pipe sleeves, CPVC pipe and fittings, and PVDF pipe and fittings.”   
 
1.3.01 Drawings and Data.  Add “Heavy-Duty Polyethylene pipe and fittings”. 
 
2.1.01 Pipe Materials.  Replace the paragraph with “Miscellaneous plastic pipe 
materials shall be for the services as indicated in the project drawings”. 
 
Delete the following Material Classifications and associated Pipe and Fittings and 
Flanges sections: “FRP-1, PVC-1, PVC-3, PVC-4, PVC-5, PVC-6, PVC-7, CPVC-1, 
PE-1, PE-2, PE-3, PE-4, PE-5, PE-6, PP-1, PP-2, PP-3, PVDF-1, PVDF-2, PVDF-3, 
PVDF-4, and RPT-1”. Delete complete sections. 
 
2.1.01 Pipe Materials.  Add the following: 
 
 Material Classification  HDPE 
  
 Pipe     ASTM D3350, cell classification 423410C. 
      Perforated. 
 
 ASTM F667, “ADS single wall heavy duty 


polyethylene, ASTM 1248 Type III, Class C, 
Category 4, Grade P33 or Engineer 
Approved equivalent. 


 







DIVISION 15  PC 756 
MISC. PLASTIC PIPE, TUBING AND ACCESSORIES  PROVISIONAL SPEC. (MAY 2010) 
 


Provisional Specifications—which are issued separately from the Master Specifications on a per contract basis—
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is. The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
 15067 - 2 - Provisional 


 Fittings ASTM F405 or ASTM F667, cell 
classification same as for pipe. 


 
 Drain Envelope ADS Sock – Equivalent Opening Size 30 to 


40, Knitted polyester, Burst strength 100 to 
135 pounds per square inch) or Engineer 
Approved Equivalent. 


 
2.1.02 Accessory Materials.  Delete the following Materials Classifications and 
related information: “FRP-1, CPVC-1, and PE-1 through PE-6.”  Delete complete 
sections. 
 
3.1 Installation.  Replace the paragraph with: “Materials furnished under this section 
shall be installed in accordance with the Project Drawings”. 
 
3.2 Leakage and Pressure Tests.  Replace the paragraph with: “After installation 
PVC piping shall be subjected to a leakage and pressure test”.  Note: PVC piping 
may be pressure tested prior to connection with HDPE pipe. 
 
3.2.02 Pressure and Leakage Test.  Delete paragraph. 
 
3.3 SCHEDULE.  Replace the paragraph with: “Miscellaneous Plastic Pipe, Tubing 
and Accessories shall be as indicated in the Pipe and Accessories Quantities table 
as indicated in the project drawings”. 
 


End of Provisional Section 





		SECTION 15067 – PROVISIONAL

		MISCELLANEOUS PLASTIC PIPE, TUBING AND ACCESSORIES






DIVISION 16  PC-756 
EQUIPMENT GENERAL REQUIREMENTS               PROVISIONAL SPECIFICATIONS (MAY 2010) 
 


Provisional Specifications – which are issued separately from the Master Specifications on a per contract basis – 
shall supersede and govern over all other specifications or contract documents.  All other wording in the Master 
Specifications that is not specifically stated to be modified in the Provisional Specifications shall remain in effect 
as is.  The Provisional Specification Summary is included to clarify and/or highlight changes. 
 


Water and Sewerage Department  City of Detroit 
16050 - 1 - Provisional 


SECTION 16050 – PROVISIONAL 
 
EQUIPMENT GENERAL REQUIREMENTS 
 
Provisional Specification Summary: 
 


1.1 – Update text as shown. 
1.2 – Update text as shown. 
1.2.02 – Update text as shown. 
1.3 – Update text as shown. 
1.4.03 – Delete text as shown. 
1.4.05 – Delete text as shown. 
1.4.06 – Delete text as shown. 
1.5.01 – Update text as shown. 
2.1 - Delete text as shown. 
2.2.05 – Delete text as shown. 
2.2.06 – Delete text as shown. 
2.2.07 – Delete text as shown. 
2.3.04 – Delete text as shown. 
2.3.07 – Delete text as shown. 
2.3.08 – Delete text as shown. 
2.4.03 – Delete text as shown. 
2.4.04 – Delete text as shown. 
2.4.05 – Delete text as shown. 
2.4.06 – Add text as shown. 
2.6 – Delete text as shown. 
2.7 – Delete text as shown. 
2.7.03 – Delete text as shown. 
2.8 – Delete text as shown. 
2.9 – Delete text as shown. 
2.10 – Delete text as shown. 
2.11 – Delete text as shown. 
2.13 – Delete text as shown. 
2.15 – Delete text as shown. 
2.17 – Delete text as shown. 
2.18 – Delete text as shown. 
2.19 – Delete text as shown. 
2.20 – Delete text as shown. 
2.21 – Delete text as shown.  
2.22 – Delete text as shown. 
2.23 – Delete text as shown. 
2.24 – Delete text as shown. 
3.2 – Delete text as shown. 
3.3.01 – Update text as shown. 
3.4.01 – Update text as shown. 
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3.5.03 – Delete text as shown. 
3.5.05 – Delete text as shown. 


 
 
(Update text as shown.) 
 
1.1   SCOPE. Update the entire section as follows: 
 
This section covers the furnishing and installation of all equipment and materials needed for 
the electrical requirements of this contract.  It also covers conduit, wiring, and terminations 
for electrical equipment installed under other sections. This section includes: 
 
 Cable 
 Conduit 
 Wiring devices, boxes and fittings 
 Junction boxes, pull boxes and wiring gutters 
 Control stations 
 Power centers 
 Relay enclosures 
 
This section covers the installation of electrical equipment furnished under other sections, 
except electrical items designated to be installed under those sections. 
 
When indicated, this section covers installation of equipment furnished by Owner. 
   
Delete the entire sentence “Additional requirements for pumps are addressed in Master 
Specification Section 11100, Pump Applications General Requirements.” 
 
1.2 GENERAL.  Add following to the end of the section:  
 
All tags, labels, signs, etc should be installed by the contractor before work is complete and 
the equipment turned over. 
 
Contractor must provide “as-built” drawings upon completion of project before final 
walkthrough.   
 
All work done must be made to work with our Ovations systems and all connections must be 
made to that system and tested through our IT people and Engineering before turnover.   
 
The responsibility of pulling all permits for work is that of the contractor and we do not 
authorize them to do work without them.   
 
Remove all wiring, panels, cabinets, and etc of equipment that is not in service any more or 
has been left from old contracts if not needed.  Consult with instrumentation, electrical and 
engineering for this. 
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1.2.02.  Coordination.  Add the following sentence at the end:  “Contractor to coordinate 
construction with PC-780.   
 
1.3 CODES AND PERMITS.  Updated the entire section as follows: 
 
All work shall be performed and materials shall be furnished in accordance with the NEC – 
National Electrical Code, the NESC – National Electrical Safety Code, and the following 
standards where applicable: 
  


ANSI  American National Standards Institute. 
ASTM  American Society for Testing and Materials. 
IEEE  Institute of Electrical and Electronics Engineers. 
ISA  Instrument Society of America 
MDPH  Michigan Department of Public Health 
MIOSHA Michigan Occupational Safety and Health Administration 
NECA  National Electrical Contractor’s Association 
NEMA  National Electrical Manufacturers Association. 
NFPA  National Fire Protection Association. 
UL  Underwriters’ Laboratories. 


 
Equipment covered by this section shall be listed by UL, or by a nationally recognized third 
party testing laboratory.  All costs associated with obtaining the listing shall be the 
responsibility of Contractor.  If no third-party testing laboratory provides the required listing, 
an independent test shall be performed at Contractor’s expense.  Before the test is 
conducted, Contractor shall submit a copy of the listing procedure to be used. 
 
1.4.03 Motor Starters. Delete the entire section.  
 
1.4.05 Circuit Breakers. Delete the entire section.  
 
1.4.06 Disconnect Switches. Delete the entire section. 
 
1.5.01 Submittal Identification.  Delete the following sentence “Lamp fixture descriptive 
sheets shall show the fixture schedule letter, number, or symbol for which the sheet 
applies.”  
 
Delete the entire paragraph beginning with “Transient voltage surge suppressor submittals 
shall include manufacturer’s catalog and specification data, including device dimensions, 
weight, material composition, and connection diagrams.  Documentation shall be provided 
showing the file number of compliance with UL 1449 listing requirements and results of 
independent, third party NRTL certification of listed surge ratings.  The test results submitted 
shall include UL file number, date or report, product covered, electrical ratings, voltages, 
phases, modes of protection, nomenclatures, and UL 1449 ratings with and without 
disconnect device.”   
 
2.1   POWER AND TELEPHONE SERVICE ENTRANCES.  Delete the entire section.   
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2.2.05  Medium Voltage Power Cable.  Delete the entire section. 
 
2.2.06  Tray Cable.  Delete the entire section. 
 
2.2.07  Metal Clad Lighting Cable.  Delete the entire section. 
 
2.3.04  Utility (PVC) Duct.  Delete the entire section. 
 
2.3.07  Electrical Metallic Tubing (EMT).  Delete the entire section. 
 
2.3.08  Rigid Aluminum Conduit (RAC).  Delete the entire section. 
 
2.4.03  Wall Switches.  Delete the entire section. 
 
2.4.04  Receptacles.  Delete paragraphs four and five beginning with “Welding receptacles 
shall be 30 amperes………” and ending with “……. Woven grip and plug cap, shall be 
furnished for the cable size directed by Owner.”  
 
2.4.05  Special Outlets.  Delete the entire section. 
 
2.4.06  Welding Receptacles.  Insert new paragraph “2.4.06 Welding Receptacles.  60A 
welding receptacles shall be 480 V, 3-phase by Crouse-Hinds (Model APJ6485), Appleton 
or approved equal. 
 
2.6  LIGHTING FIXTURES.  Delete the entire section. 
 
 2.7  LIGHTING PANELS.  Delete the following sentence “Unless otherwise specified, each 
lighting panel shall be a dead-front, 120/240 volt, single phase or 120/208 volt, three phase 
panelboard with circuit breakers, in accordance with the drawings, Master Specifications 
Section 16500, Lighting, and the following:” 
 
2.7.03  Buses.  Delete the entire section. 
 
2.8  POWER PANELS.  Delete the entire section. 
 
2.9  TRANSIENT VOLTAGE SURGE SUPPRESSION.  Delete the entire section. 
 
2.10  SEPARATELY ENCLOSED MOTOR STARTERS.  Delete the entire section. 
 
2.11  SEPARATELY ENCLOSED MANUAL STARTERS.  Delete the entire section. 
 
2.13  SEPARATELY ENCLOSED CIRCUIT BREAKERS.  Delete the entire section. 
 
2.15  LIGHTING AND AUXILIARY POWER TRANSFORMERS.  Delete the entire section. 
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2.17  POWER FACTOR CORRECTION CAPACITORS.  Delete the entire section. 
 
2.18  LIGHTING  CONTRACTORS.  Delete the entire section. 
 
2.19  PHOTOELECTRIC CONTROLS.  Delete the entire section. 
 
2.20  RELAY ENCLOSURES.  Delete the entire section. 
 
2.21  ALARM HORN AND BEACON.  Delete the entire section. 
 
2.22  HEAT-TRACED PIPING.  Delete the entire section. 
 
2.23  DOOR ENTRY SWITCHES.  Delete the entire section. 
 
2.24  DRAIN FITTINGS.  Delete the entire section. 
 
3.2  POWER AND TELEPHONE SERVICE ENTRANCES INSTALLATION.  Delete the 
entire section. 
 
3.3.01 General. Delete the following sentence “All equipment rated for 4.16 KV and above 
shall be terminated with stress cones.”  
 
Add the following sentence at the end of the second paragraph “Leave a pulling string inside 
every junction box panel. “ 
 
Update the following sentence “Splices may be made only ….. accessible locations” with 
”Splices may be made only at readily accessible locations but never inside the conduit 
bodies.” 
 
3.4.01 General. Update the following in the entire section:  Change “schedule 40” to 
“schedule 80 (All PVC conduits).” 
 
3.5.03  Wall Switches.  Delete the entire section. 
 
3.5.05  Special Outlets.  Delete the entire section. 
 


 
 


End of Provisional Section 
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