
2 WOODWARD, SUITE 808 
DETROIT, MICHIGAN 48226 

CITY OF DETROIT PHONE 313-224-6536 
HISTORIC DISTRICT COMMISSION FAX 313-224-1310 

 

October 13, 2021 
 

CERTIFICATE OF APPROPRIATENESS 
 

Mr. Jim Simpson 
848 Chicago Blvd. 
Detroit, MI 48202 
 
RE: Application Number 21-7475; 848 Chicago Blvd.; Boston-Edison Park Historic District 
 
Dear Mr. Simpson: 

 
Pursuant to Section 5(10) of the Michigan Local Historic District Act, as amended, being MCL 399.205(10), 
MSA 5-3407(5)(10); Sections. 21-2-57 and 21-2-73 of the 2019 Detroit City Code; Detroit Historic District 
Commission Resolution 97-01 (adopted August 13, 1997); Detroit Historic District Commission Resolution 97- 
02 (adopted October 8, 1997); and Detroit Historic District Commission Resolution 98-01 (adopted February 11, 
1998), the staff of the Detroit Historic District Commission has reviewed the above-referenced application for 
building permit and hereby issues a Certificate of Appropriateness (COA), effective as of October 13, 2021. 

 
Staff finds the exterior work as per the attached drawings, narrative scope, and below-outlined work items meet 
the defined Elements of Design for the Boston-Edison Historic District and the Secretary of the Interior’s 
Standards for Rehabilitation and Guidelines for Rehabilitating Historic Buildings (36 CFR Part 67): 

 
Landscaping (Front and Rear yards) –See also Applicant drawings attached: 

• Protect and retain existing weeping mulberry trees 
• Remove 10” caliper Norway maple, located 3’ from the southwest of house, due to reported 

foundation/basement issues 
• Relocate five (5) arborvitae to west edge of property and remove eight (8) globe arborvitae, 

which were newly planted by previous owner and considered too small for scale of front yard. 
• Plant new lower canopy trees (see applicant planting plan).  
• Install 4’-6” wide concrete front yard walk, concrete steps and with a concrete paver border 

(8” Unilock Copthorne “Old Oak”).   
• Install concrete pavers in rear yard walkways, rear patio using concrete Unilock Richcliff 

pavers (“Dawn Mist”) with gray banding (“Basalt”). 
• Replace existing driveway with concrete brushed finish driveway (1650 SF).   
• Add rear turn-around area (210 SF) with Unilock Richcliff pavers.  
• Add rear-yard, stacked concrete units, Unilock Rivercrest Wall Series, walls and pillars, the 

free-standing seat wall will be 14-23” height. 
• Add wrought iron handrails at rear steps  
• Remove existing limestone steps on driveway side, run storm drainage under steps, replace 

existing limestone steps. If steps crack, replace steps with new limestone steps to match. 
• Replace broken and cracked limestone step with same by front porch  
• Install three (3) carriage lights, Bellagio 103" High Bronze Outdoor Light, on 3 new pillars in 

rear yard. 
• Install 47” by 82” fountain at rear patio. 
• Install rain garden, plantings and drainage  
• Install one (1) steel bike hoop, color black at rear patio  

 
Replace Rear Windows:  

• Replace seven (7) 1st floor, rear brick “porch” room windows, which are single pane, sliding 
aluminum storm windows with no extant windows behind them with Pella Architect Series 
wood aluminm clad, vented casement windows with mullion pattern matching existing 



casement windows on north elevation. Affix simulated divided light muntins to the exterior 
glass surface of these seven (7) windows. 

• Restored one (1) rear kitchen storm window with new wood storm window.  Sashes remain. 
• Replaced three (3) casement windows of the 3rd floor dormer with Pella Architect Series, 

vented casement windows with matching mullion pattern.  Affix simulated divided light 
muntins to the exterior glass surface of these three (3) windows.  

• Paint trim with Sherwin Williams 2829 classic white. 
 
Replace/Repair Rear Doors:  

• Install new Pella entry door to east elevation of the back porch with matching mullion pattern. 
Affix simulated divided light muntins to the exterior glass surface of this door. 

• Repair three (3) existing steel storm doors by removing rust and painting in color SW 2838 
Polished Mahogany satin finish, and reinstall.  

• Basement door was restored and repainted.  
• Paint trim with Sherwin Williams 2829 classic white. 

 
Repair Rear Siding Bay on Second Floor:  

• Replace rotted siding and trim with cedar shake shingles with in-kind material. 
• Add simple steel supports under the bay. Paint this frame in color SW 2838 Polished 

Mahogany to match storm doors. 
 
Windows - West Elevation:  

• Repair framing header around west elevation basement window, replace trim to match 
existing trim.  Leave dimensions of the window opening unchanged.   

• Retain previously installed window with a vinyl, double hung window (black on exterior, 
white on interior). 

• Restore first floor west elevation windows, by repairing bad wood and using linseed oil putty 
and primer.  Restore and replace cracked/broken storm windows of these west elevation 
windows. 

 
This Certificate of Appropriateness is issued with the following conditions:  

• The applicant submit final rear landscape drawings for staff to review prior to permit/approval. 
• The applicant submit all light fixture cut sheets for staff to review prior to permit/approval. 

 
Please retain this COA for your files. You should now proceed to obtain a building permit from the City of Detroit 
Buildings, Safety, Engineering and Environmental Department. It is important to note that approval by the Detroit 
Historic District Commission does not waive the applicant's responsibility to comply with any other applicable 
ordinances or statutes. 

 
For the Commission: 

Daniel Rieden 
Staff 
Detroit Historic District Commission 
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From: david@haigconstruction.com <david@haigconstruction.com> 
Sent: Thursday, September 16, 2021 3:38 PM
To: Heilig, Deb <HeiligDA@pella.com>
Subject: Fwd: PELLA RESERVE/ARCJITECT INFO

 

Caution! This email is from outside our organization.

 

David

D. A. Haig Construction
476 Hilldale
Ann Arbor MI 48105
O 734-995-6730
C 313-461-3800
F 866-260-7267
David@HaigConstruction.com
www.HaigConstruction.com

 

---------- Forwarded message ---------
From:  <KruzelPL@pella.com>

mailto:david@haigconstruction.com
mailto:david@haigconstruction.com
mailto:HeiligDA@pella.com
mailto:David@HaigConstruction.com
https://gcc02.safelinks.protection.outlook.com/?url=http%3A%2F%2Fwww.haigconstruction.com%2F&data=04%7C01%7Criedenda%40detroitmi.gov%7C5c234dea682742d34a2f08d9794d3e02%7Ce154a7601d2d4ef68fd3ebc8b4ef31fd%7C0%7C0%7C637674194929027102%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=kh%2BRvghLK3BXJRTzh3YqBQKRvvLdAnQKiCQMPbspfEs%3D&reserved=0
mailto:KruzelPL@pella.com
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AVAILABLE IN THESE WINDOW AND PATIO DOOR STYLES:

Winner of the 2019 Most 
Innovative Window from  

Window and Door Magazine

EVERY DETAIL MATTERS
Created for those who refuse to settle  
for anything less than extraordinary, Pella 
Reserve products provide unparalleled 
historical detailing. From authentic 
hardware and a disappearing screen to 
sash lugs that allow tilting, we've thought 
of every detail.

Sliding
Patio Door

Hinged
Patio Door

Bifold
Patio Door

Multi-Slide 
Patio Door

Awning
Window

Angle-Top
Window

Bay or Bow
Window

Casement
Window

Fixed
Window

Single-
Hung
Window

Double-
Hung
Window

Push-Out
Casement
Window

Corner
Window

HISTORIC PUTTY PROFILE
Further your aesthetic with the putty profile, recreated with historically accurate 

angles — providing meaningful depth and a realistic shadow.  
Pella Reserve products offer the industry’s deepest sash dimension.

THROUGH-STILE CONSTRUCTION
Essential to the tradition of window making, butt joinery and through-stile 

construction create authentic proportions and emulate historic window design.

INTEGRAL LIGHT TECHNOLOGY®

Featuring the industry's only foam spacer solution, Pella's Integral Light Technology 
helps capture the look of true-divided-light without sacrificing energy efficiency.

AUTHENTIC HARDWARE
Complement your project with historically authentic spoon-lock window hardware. 

Our Antiek casement window hardware is inspired by period furniture to deliver 
authentic, traditional style. Add charm to patio doors with premium hardware 

created in collaboration with Baldwin®.

WHY CHOOSE  
PELL A® RESERVE™ — TRADITIONAL?

Revel in the authenticity and bring your design vision to life. Exuding 
the tenets of traditional designs, Pella Reserve products provide 

historical elements with uncompromised attention to detail.

Special shapes also available.
Page 6
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Matte 
Black

Champagne White Brown

Finishes:

Oil-Rubbed 
Bronze

Bright  
Brass

Satin 
Nickel

Multi-Slide 
Patio Door 
Handle1,2

Sliding & 
Multi-Slide 
Patio Door 
Handle
Ambrose

Multi-Slide 
Patio Door 
Handle1,2

Hinged  
& Bifold  
Patio Door 
Handle
Locus   |   Virago

Wood 
Types

Choose the wood species that best complements your project's interior.

MahoganyDouglas FirPine Cherry MapleRed 
Oak

White 
Oak

Custom solutions:

Prefinished 
Pine Interior 
Colors

When you select pine, we can prefinish in your choice of four paint colors or eleven stains.  
Unfinished or primed and ready-to-paint are also available.

Early American 
Stain

Linen 
White

Bright 
White

White Wheat
Stain

Natural
Stain

Artisan 
Greige

Golden Oak 
Stain

Black
Stain

Skyline 
Gray Stain

Provincial 
Stain

Espresso 
Stain

Red Mahogany 
Stain

Dark 
Mahogany 
Stain

Charcoal 
Stain

Extruded 
Aluminum-Clad 
Exterior Colors

Our low-maintenance EnduraClad® exterior finish resists chalking and fading. Take durability further 
with EnduraClad Plus protective finish, which meets the industry's highest exterior coating standard 
to defend against chalking and fading.*

Custom colors are also available.

PuttyTanWhite Vanilla
Cream

Classic 
White

Brown

Almond

Poplar
White

FossilHoneysuckleSand 
Dune

Auburn
Brown

Deep
Olive

Portobello

French 
Roast

Summer
Sage

Morning Sky
Gray

Hartford
Green

Hemlock

Black

Iron
Ore

Eldridge 
Gray

Naval Stormy
Blue

CranberryBrick 
Red

Real
Red

COLORS & FINISHES

Sliding Patio 
Door Handle

Hinged &  
Bifold Patio 
Door Handle

Classic 
Collection

WINDOW HARDWARE

Get a timeless look with authentic styles in classic finishes.

PATIO DOOR HARDWARE

Classic  
Collection

Essential 
Collection

Choose timeless pieces, created in collaboration with Baldwin® Hardware, for a look that will never go out  
of style.

Elevate your style and transform your home with elegant selections.

Antique 
Brass

Matte 
Black

Champagne White Brown

Finishes:

Antique 
Brass

Oil-Rubbed 
Bronze

Bright  
Brass

Satin 
Nickel

Matte 
Black

Finishes:

Bright  
Brass

Satin 
Nickel

Oil-Rubbed 
Bronze

Fold-away 
Crank
Antiek

Spoon-Style 
Lock

Essential 
Collection

Select from popular designs and finishes to suit every style.

Matte 
Black

Champagne White Brown

Finishes:

Oil-Rubbed 
Bronze

Bright  
Brass

Satin 
Nickel

Fold-away 
Crank

Cam-Action 
Lock

1  Flush multi-slide handle is a Pella exclusive design.
2  Flush multi-slide handle is not available in Antique Brass, Champagne or Polished Nickel.*	 EnduraClad	Plus	protective	finish	is	not	available	with	all	colors.	See	your	local	Pella	sales	representative	for	availability.

Additional hardware collections available. Visit pellaADM.com for more information.
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Fold-away Crank 
Antiek 

Hinged & Bifold Patio 
Door Handle 
Locus | Virago 

Sliding & Multi-Slide 
Patio 
Door Handle 
Ambrose 

Footnote 1 Flush multi-slide handle is a Pella exclusive 
design.Footnote 2 Flush multi-slide handle is not available in Antique Brass, Champagne 
or Polished Nickel.

Footnote 1 Flush 
multi-slide 
handle 
is a Pella 
exclusive 
design. 
Footnote 
2 Flush 
multi-slide 
handle 
is not 
available 
in 
Antique Brass, 
Champagne 
or 
Polished 
Nickel.
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RE VEL IN THE AUTHENTICIT Y
Featuring the industry's only foam spacer 

solution, Pella's Integral Light Technology® 
grilles help capture the look of true-divided-

light without sacrif icing energy performance.

GL ASS

InsulShield®  
Low-E Glass

Additional  
Glass Options

Advanced Low-E insulating dual-pane glass with argon4

Advanced Low-E insulating triple-pane glass with argon or krypton4,5

AdvancedComfort Low-E insulating dual-pane glass with argon4

NaturalSun Low-E insulating dual-pane glass with argon4

NaturalSun Low-E insulating triple-pane glass with argon or krypton4,5

SunDefense™ Low-E insulating dual-pane glass with argon4

SunDefense Low-E insulating triple-pane glass with argon or krypton4,5

Laminated (non-impact-resistant)6,7, tinted4,6 or obscure4,6 glass also available on select products

STC (Sound Transmission Class)-improved dual-pane sound glass5,8

Impact-resistant glass5,6

Integrated 
Security 
Sensors

Choose optional, built-in security sensors powered by Insynctive® technology so you can  
monitor windows and doors while at home or away with the Pella Insynctive App.9  
Learn more at pella.com/insynctive.

ADDED PEACE OF MIND

Harvest

Choose the look of true divided light, removable roomside grilles or make cleaning easier by 
selecting grilles-between-the-glass.

Tan3IvoryWhite BrownPutty3Sand 
Dune

Morning  
Sky Gray

BlackCordovanBrickstone

Grilles-between-the-glass Interior Colors:²

Grilles

GRILLES

Ogee 
Integral Light 
Technology®¹  
7/8”, 1-1/4” or 2”

Aluminum  
Grilles- Between-
The-Glass 3/4”

5/8” putty ILT

Putty Glaze 
Integral Light 
Technology® with 
Ogee Interior¹ 
5/8”, 7/8” or 1-1/4”

Roomside 
Removable 
Grilles¹ 
3/4”, 1-1/4” or 2”

1 Color-matched to your product’s interior and exterior color.
2 Appearance of exterior grille color may vary depending on the Low-E insulating glass selection. 
3 Only available with matching interior and exterior colors.
4  Optional high-altitude InsulShield Low-E glass is available with or without argon on select products.
5 Available on select products only. See your local Pella sales representative for availability.
6 Available with Low-E insulating glass with argon on select products.
7  For best performance, the laminated glass may be in the interior or exterior pane of the insulating glass, depending on the product.
8 Sound control glass consists of dissimilar glass thickness (3mm/5mm).
9  Requires the Pella Insynctive App on a smart device, an Insynctive Bridge and a wireless home internet router with internet connection.

Footnote 1 Color-matched 
to 
your product’s interior 
and exterior 
color.

Footnote 1 Color-matched 
to 
your product’s 
interior 
and exterior 
color.

Footnote 1 Color-matched 
to your 
product’s interior 
and exterior 
color.

Footnote 2 Appearance 
of exterior 
grille color 
may vary depending 
on the 
Low-E insulating 
glass 
selection.

Tan 3 Footnote 
3 
Only available 
with 
matching 
interior 
and 
exterior 
colors.

Putty 3 Footnote 
3 
Only 
available 
with 
matching 
interior 
and 
exterior 
colors.

Footnote 4 Optional 
high-altitude 
InsulShield 
Low-E 
glass 
is available 
with 
or without 
argon 
on select 
products.

Footnote 4 
Optional 
high-altitude 
InsulShield 
Low-E 
glass 
is available 
with 
or without 
argon 
on select 
products. 
Footnote 
5 
Available 
on 
select products 
only. 
See 
your local 
Pella 
sales 
representative 
for 
availability.

Footnote 4 Optional 
high-altitude 
InsulShield 
Low-E 
glass is 
available with 
or without 
argon 
on select 
products.

Footnote 4 Optional 
high-altitude 
InsulShield 
Low-E 
glass is available 
with or without 
argon on 
select products.

Footnote 4 Optional 
high-altitude 
InsulShield 
Low-E 
glass 
is available 
with 
or without 
argon 
on select 
products. 
Footnote 
5 Available 
on 
select products 
only. 
See your 
local Pella 
sales representative 
for 
availability.

Footnote 4 Optional 
high-altitude 
InsulShield 
Low-E 
glass is 
available with 
or without 
argon on 
select products.

Footnote 4 Optional 
high-altitude 
InsulShield 
Low-E 
glass is 
available with 
or without 
argon on 
select products. 
Footnote 
5 Available 
on select 
products 
only. 
See your 
local Pella 
sales representative 
for 
availability.

Footnote 
4 
Optional 
high-altitude 
InsulShield 
Low-E 
glass 
is available 
with 
or without 
argon 
on 
select 
products. 
Footnote 
6 
Available 
with 
Low-E 
insulating 
glass 
with 
argon 
on 
select 
products. 
Footnote 
7 
For best 
performance, 
the 
laminated 
glass 
may 
be in 
the interior 
or 
exterior 
pane 
of the 
insulating 
glass, 
depending 
on 
the product.

Footnote 5 Available 
on 
select products 
only. 
See your 
local Pella 
sales representative 
for 
availability. 
Footnote 
8 Sound 
control 
glass 
consists 
of dissimilar 
glass 
thickness 
(3mm/5mm).

Footnote 5 Available 
on select products 
only. See your 
local Pella sales 
representative 
for availability. 
Footnote 
6 Available 
with Low-E 
insulating glass 
with argon on 
select products.

Footnote 
9 
Requires 
the 
Pella 
Insynctive 
App 
on 
a smart 
device, 
an 
Insynctive 
Bridge 
and 
a wireless 
home 
internet 
router 
with 
internet 
connection.
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