
 

Pine Valley Construction 

19163 Livernois Ave. 

Detroit, MI 48221 

313-808-5290 | 313-952-4038 
 

 

October 3, 2020 

 

Please accept this document as a formal application for appropriateness for the weatherization project at 

4288-4290 Tyler in Detroit, MI. The requested information is included below:  

 

Description of the Project 

This project included weatherization detail of the home located at 4288-4290 Tyler, Detroit, MI 48238. At 

the customer’s request, replacement and/or repairs were made due to a severely weather damaged and 

worn structure, which included windows. Items were replaced instead of repaired due to cost 

effectiveness as repairs were extensive.  

Operations at The City of Detroit had closed in early March due to the COVID-19 pandemic and the only 

means to conduct business was online. The work on the house began in April as the owner had only 6 

months in the funding process to complete repairs. Applications for the permits have been submitted and 

all fees have been paid.  

 

Current Photographs of Building 

These photographs include all sides of the building. The front, left side, rear and right side are shown 

from left to right.  

     

 



 

Scope of Work 

Highlighted items are complete.  

- FRONT PORCH STEP WINGS & CAPS $950.00 

- FRONT CONCRETE STEP REPAIR $200.00 

- REMOVE OLD PORCH AWNING FRAME $75.00 

- REMOVE VEGETATION FROM SIDES AND REAR OF HOME $200.00 

- REMOVE/REPLACE OLD FASCIA BOARDS THROUGHOUT, REPLACE ALUMINUM $1,150.00 

- REMOVE/REPLACE OLD GUTTER SYSTEM THROUGHOUT $1,750.00 

- REMOVE/REPLACE EXISTING DOWNSPOUTS THROUGHOUT $375.00 

- SEAL DRIVEWAY TO HOUSE BOND WITH RUBBER SEALANT, BOTH SIDES OF HOUSE $575.00 

- REMOVE/REPLACE (3) FRONT ENTRY DOOR & LOCKSETS $2,550.00 

- REMOVE/REPLACE 2ND FLOOR FRONT PORCH SCREEN DOOR $350.00 

- REMOVE/REPLACE 2ND FLOOR PORCH DECKING $750.00 

- SCRAPE, SEAL, PAINT 1ST & 2ND FLOOR FRONT WINDOWS (6),  (To do) ALUMINUM TRIM 

WINDOW CASING $1,200.00 

- INSTALL (6) ALUMINUM STORM WINDOWS TO 1ST & 2ND FLOOR FRONT WINDOWS $1,050.00 

- SCRAPE, SEAL, PAINT ATTIC WINDOWS FRONT (3), TRIM WOOD CASING IN ALUMINUM $600.00 

- INSTALL (3) ALUMINUM STORM WINDOWS ATTIC WINDOWS $525.00 

- REMOVE/REPLACE WOODEN WINDOWS AND INSTALL NEW VINYL WINDOWS (28) $9,800.00 

- INSTAL (2) STEEL SECURITY DOORS W/LOCKS (SIDE DOOR) $1,150.00 

- INSTALL UTILITY TUB W/ HOT & COLD WATER LINES & DRAIN $895.00 

- INSTALL ELECTRICAL SERVICE PANEL COVER $60.00 

- INSTALL HANDRAILS THROUGHOUT, REPAIR LOOSE HANDRAILS $300.00 

- PLASTER WALLS AND CEILING THROUGHOUT $900.00 

- SCRAPE LOOSE PLASTER, REPAIR & PAINT THROUGHOUT $1,800.00 

- REPAIR ELECTRICAL IN 2ND FLOOR LIVINGROOM $450.00 

- SCRAPE, SEAL, DRYLOCK BASEMENT WALLS $1,600.00 

- 2ND FLOOR ENTRY DOOR TRIM TO CLOSE PROPERLY (DRAGS FLOOR) 100.00 

- INSTALL G.F.C.I. AT LAUNDRY CIRCUIT $135.00 

TOTAL $29,490.00 

 

 

 

 

 

 

 

 

 

 

 



 

Photographs of Proposed Work 

 

Remove/Replace Wooden Windows Install High Efficiency Vinyl Windows (Rear of House Pictured) 

 

 

Remove/Replace 2nd Floor Porch Decking 

Existing Condition: 2nd Floor Porch Leaks onto 1st Floor Porch. Remediation: Remove/Replace Existing 

Roofing Material with Modified Bitumen Rubberized Torch Applied to Stop Leaking 

 



Remove/Replace (3) Front Entry Doors & Locksets 

Front of House 2nd Floor Entry Door Pictured 

 

 

 

 

 

 
 
 



Install (3) New Aluminum Storm Attic Windows 

Existing Condition: Attic Storm Windows are Missing Prohibiting Proper Ventilation to Attic Space 

Install (3) New Aluminum Storm/Screen Attic Windows Color B:18 Dark Reddish Brown 

 

 
 

 

 

 

 

 

 



Remove/Replace 2nd Floor Porch Screen Door 

 

Existing Condition: 2nd floor porch screen door is broken. Storm and screen inserts are missing, Door is 

not functional  

 

Remediation: Remove/Replace old aluminum door with new aluminum screen/storm door color brown 

 

 

2nd Floor Storm Door Pictured 

 

 

 

 



Seal Driveway to House Bond with Rubber Sealant, Sides of House 

 

Existing Condition: Vegetation has Grown Between the House and Driveway Bond allowing Water to 

Enter the Basement  

 

Remediation: All Vegetation will be Manually removed to its Root from affected areas. Vegetation killer 

will be administered to affected areas. Rubber Sealant will be tubed into the Gap to Fill the Open Space 

and Prevent Water from Entering. Color to Match Existing Filler 

 

 
 

 

 



Remove Old Fascia Boards,Replace Aluminum (Westside of House Pictured) 

Remove/Replace Gutter System Throughout (Westside of House Pictured) 

Remove/Replace Downspout System Throughout (Westside of House Pictured) 

 

 

 

 

 

 

 



Front Concrete Step Repair 

Existing: Front Concrete Steps Concrete is Deteriorating  

 

Remediation: Remove all Vegetation from Steps, Clean and Prep Steps to be repaired 

with Concrete Bonding Agent,Fill in and Smooth All Damaged Areas with New 

Concrete Mix to Match Existing  

 

 

 

 

 



Front Porch Step Wings & Caps 

Existing Condition: Front Porch Brick Wings are Missing Bricks and Cement Top Cap 

Remediation: Replace Missing Brick to Match Existing Brick,Use Like Color Mortar to Match Existing 

Mortar, Match Mortar Joint Thickness and Depth, Replace Missing Cement Cap to Match Existing Cap 

Front of House pictured 

 

 

 

 



Remove/Replace Wooden Windows,Install High Efficiency Vinyl Windows (Westside of House) Color 

B:18 Dark Reddish Brown 

 

 

 

 

 

 

 



Cut Lists 

 

 

 



 

 



 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 



 

 

 


