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VIEW FROM SEMINOLE STREET

VIEW FROM MAXWELL STREET

VIEW FROM SOUTH

VIEW FROM NORTHEAST
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CRACKED MASONRY AT NORTH ELEVATION

VIEW OF SHED FROM SOUTHEAST
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EXISTING LANDSCAPE PLANTS TO BE TRANSPLANTED INTO
PROPOSED WOOD CHIP-COVERED PLANTING AREAS
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CUSTOM SHED DOOR VERTICAL
WESTERN RED CEDAR BOARD

PROFILE (5.5" WIDTH)

ANDERSEN 100 SERIES PICTURE
WINDOW TO BE PAINTED PER

ELEVATIONS

JELD-WEN DOUBLE FRENCH PATIO DOOR AND SCHLAGE
"LATITUDE" ENTRY DOOR LOCKSET
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PROPOSED GARAGE TRIM
COLOR "BLACK FOREST"

(MATCHES EXISTING HOUSE
TRIM COLOR)

PROPOSED GARAGE GABLE
FIELD COLOR "WHISPER GRAY"

(MATCHES EXISTING HOUSE
UPPER LEVEL FIELD COLOR)

EXISTING HOUSE BRICK TO BE
USED AS BASIS FOR GARAGE

CMU DECORATIVE PAINT SCHEME

SHERWIN WILLIAMS COLOR PALETTE TO BE USED IN
GARAGE CMU DECORATIVE PAINT SCHEME
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GARAGE PAINTED FINISH DESCRIPTION:

REMOVE EXISTING LOOSE PAINT, PRIME AND PAINT BASE COAT USING  COLOR #2.

ACCENT EACH BLOCK WITH SUBTLE HIGHLIGHT USING COLOR #1 AND DARKEN BLOCK
CENTERS WITH COLOR #3.
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HARDIE PANEL SIDING TO BE PRIMED AND PAINTED TO
MATCH EXISTING HOUSE SECOND FLOOR STUCCO COLOR

HARDIE TRIM TO BE
PAINTED TO MATCH
EXISTING HOUSE TRIM
COLOR
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2"

2'
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"
5 
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2"

2'
-1
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"

5 
1/

2"

EXISTING ASPHALT SHINGLE ROOF TO REMAIN

EXISTING WOOD FASCIA TO BE REPLACED
WITH NEW PAINTED WESTERN RED CEDAR.
INSTALL NEW GUTTERS ON NEW FASCIA.
PAINT GUTTERS AND FASCIA TO MATCH HOUSE
TRIM

EXISTING CMU WALLS TO BE REPAINTED WITH
FAUX FINISH TO MATCH COLORS PRESENT IN
HOUSE BRICK. SEE PAINT CHIPS.

REPAIR AND RE-PAINT CORNICE TRIM.
PAINT TO MATCH EXISTING HOUSE TRIM

NEW WESTERN RED CEDAR PRIVACY SCREEN
AT PATIO SOUTHEAST CORNER. COAT WITH
CABOT CLEAR WOOD PROTECTOR. (SEE
SOUTH ADN EAST ELEVATIONS PRIVACY
FENCE/ELEVATION DRAWINGS)

NEW PAINTED WESTERN RED CEDAR TRIM
AROUND DOUBLE PATIO DOOR AND PICTURE
WINDOW. INSTALL TRIM PLUMB AND SQUARE
TO MASK LACK OF SQUARENESS AND
PLUMBNESS IN EXISTING MASONRY
OPENINGS.

NEW PAINTED 1 X 12 WESTERN RED
CEDAR TRIM ABOVE ALL DOORS.

PAINT TO MATCH HOUSE TRIM COLOR.

TUCK POINT EXISTING CHIMNEY.
DO NOT PAINT.

HARDIE PANEL SIDING, STUCCO TEXTURE.
MATCH HOUSE SECOND STORY STUCCO

COLOR. SEE PAINT CHIPS.

REPAIR / RECONSTRUCT DRIP EDGE WHERE
NECESSARY WITH IDENTICAL MATERIALS.

1 X 4 HARDIE TRIM BOARDS. SMOOTH
TEXTURE. PAINT TO MATCH EXISTING

HOUSE TRIM. SEE PAINT CHIPS.

NEW ALUMINUM 2 X 3 RECTANGULAR
DOWNSPOUT. PAINT TO MATCH EXISTING

HOUSE TRIM.
PRESSURE-TREATED 2 X 6 GIRTS

WESTERN RED CEDAR 1 X 6 CAP BOARD

PRESSURE-TREATED 4 X 4 POSTS

D2W1
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EXISTING ASPHALT SHINGLE ROOF TO REMAIN

EXISTING WOOD FASCIA TO BE REPLACED
WITH NEW PAINTED WESTERN RED CEDAR.
INSTALL NEW GUTTERS ON NEW FASCIA.
PAINT GUTTERS AND FASCIA TO MATCH HOUSE
TRIM

EXISTING CMU WALLS TO BE REPAINTED WITH
FAUX FINISH TO MATCH COLORS PRESENT IN
HOUSE BRICK. SEE PAINT CHIPS.

REPAIR AND RE-PAINT CORNICE TRIM. PAINT
TO MATCH EXISTING HOUSE TRIM

NEW PAINTED STEEL GARAGE DOORS. SEE
DOOR SCHEDULE FOR MAKER AND MODEL.
PAINT TO MATCH EXISTING HOUSE TRIM.

NEW PAINTED WESTERN RED CEDAR TRIM
AROUND GARAGE DOORS. INSTALL TRIM
PLUMB AND SQUARE TO MASK LACK OF
SQUARENESS AND PLUMBNESS IN EXISTING
MASONRY OPENINGS.

NEW PAINTED 1 X 12 WESTERN RED
CEDAR TRIM ABOVE ALL DOORS.

PAINT TO MATCH HOUSE TRIM
COLOR.

NEW ALUMINUM 2 X 3 RECTANGULAR
DOWNSPOUT. PAINT TO MATCH EXISTING
HOUSE TRIM.

TUCK POINT EXISTING CHIMNEY.
DO NOT PAINT

WESTERN RED CEDAR PATIO
PRIVACY SCREEN. CLEAR COAT
WITH CABOT CLEAR EXTERIOR

WOOD STAIN.

PRESSURE-TREATED 4 X 4 POSTS

1 X 6 CEDAR CAP BOARD

D3 D3

PROPOSED SOUTH ELEVATION

PROPOSED EAST ELEVATION WITH PATIO PRIVACY SCREEN
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EXISTING ASPHALT SHINGLE ROOF TO REMAIN

EXISTING WOOD FASCIA TO BE REPLACED
WITH NEW PAINTED WESTERN RED CEDAR.
INSTALL NEW GUTTERS ON NEW FASCIA.
PAINT GUTTERS AND FASCIA TO MATCH HOUSE
TRIM

NEW WESTERN RED CEDAR PATIO PRIVACY
SCREEN. COAT WITH CABOT CLEAR WOOD
PROTECTOR. (SEE SOUTH AND EAST
ELEVATIONS)

EXISTING CMU WALLS TO BE REPAINTED WITH
FAUX FINISH TO MATCH COLORS PRESENT IN
HOUSE BRICK. SEE PAINT CHIPS.

REPAIR AND RE-PAINT CORNICE TRIM. PAINT
TO MATCH EXISTING HOUSE TRIM

NEW PAINTED STEEL GARAGE DOORS. SEE
DOOR SCHEDULE FOR MAKER AND MODEL.
PAINT TO MATCH EXISTING HOUSE TRIM.

NEW PAINTED WESTERN RED CEDAR TRIM
AROUND GARAGE DOORS. INSTALL TRIM
PLUMB AND SQUARE TO MASK LACK OF
SQUARENESS AND PLUMBNESS IN EXISTING
MASONRY OPENINGS.

NEW PAINTED 1 X 12 WESTERN RED
CEDAR TRIM ABOVE ALL DOORS.

PAINT TO MATCH HOUSE TRIM COLOR.

TUCK POINT EXISTING CHIMNEY. DO NOT PAINT.

TYP. NEW ALUMINUM 2 X 3 RECTANGULAR
DOWNSPOUT. PAINT TO MATCH EXISTING

HOUSE TRIM. D3 D3

12
" 

TY
P.

6" TYP.

5'-0" 5'-0" 5'-0"

2'
-8

"

5'-0"

HARDIE PANEL SIDING STUCCO TEXTURE.
MATCH EXISTING STUCCO COLOR AT HOUSE.
SEE PAINT SPECIFICATIONS.

EXISTING FASCIA TO BE REPLACED AND
REPAINTED.  INSTALL NEW K-STYLE ALUMINUM
GUTTERS ON NEW FASCIA. PAINT GUTTERS,
DOWNSPOUTS AND FASCIA TO MATCH HOUSE
TRIM

EXISTING CMU WALLS TO BE REPAINTED WITH
FAUX FINISH TO MATCH COLORS PRESENT IN
HOUSE BRICK. SEE PAINT CHIPS.

NEW 1 X 6 PAINTED FIBER CEMENT TRIM.
COLOR TO MATCH EXISTING HOUSE TRIM
COLOR

1/4" STEEL PLATES THROUGH-BOLTED TO
INTERIOR BONDING LVL.
PAINT TO MATCH CMU.

NEW 1 X 4 PAINTED FIBER CEMENT TRIM.
COLOR TO MATCH EXISTING HOUSE TRIM
COLOR.

REPLACE EXISTING WOOD MOULDING WITH
IDENTICAL NEW PAINTED WOOD MOULDING.
COLOR TO MATCH EXISTING HOUSE TRIM
COLOR.

REPAIR VERTICAL AND HORIZONTAL
PORTIONS OF TOOTHED  MASONRY JOINT
CRACK WITH TEXTURED, PAINTABLE MASONRY
ACRYLIC SEALANT. PAINT TO MATCH
ADJACENT CMU.

PROPOSED WEST ELEVATION

PROPOSED NORTH ELEVATION
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EXISTING ASPHALT SHINGLE ROOF TO REMAIN

EXISTING WOOD FASCIA TO BE REPLACED
WITH NEW PAINTED WESTERN RED CEDAR.

INSTALL NEW GUTTERS ON NEW FASCIA.
PAINT GUTTERS AND FASCIA TO MATCH HOUSE

TRIM

EXISTING CMU WALLS TO BE REPAINTED WITH
FAUX FINISH TO MATCH COLORS PRESENT IN

HOUSE BRICK. SEE PAINT CHIPS.

REPAIR AND RE-PAINT CORNICE TRIM. PAINT
TO MATCH EXISTING HOUSE TRIM

NEW SITE-BUILT PAINTED CEDAR-CLAD DOOR.
CLADDING SPECIFICATION:  WRCLA WESTERN

RED CEDAR, TONGUE AND GROOVE, EDGE VEE
1 SIDE (EV1S), PROPRIETARY GRADE, KILN-

DRIED. PAINT TO MATCH HOUSE TRIM COLOR.

NEW PAINTED 1 X 12 WESTERN RED
CEDAR TRIM ABOVE ALL DOORS.

PAINT TO MATCH HOUSE TRIM
COLOR.

NEW ALUMINUM 2 X 3 RECTANGULAR
DOWNSPOUT. PAINT TO MATCH EXISTING

HOUSE TRIM.

TUCK POINT EXISTING CHIMNEY. DO NOT
PAINT.
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4'-8"
1 1/2"

3'-4"

4'
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G
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2"
TY
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RED CEDAR 2 X 6.
CLEAR COAT WITH
CABOT CLEAR
EXTERIOR WOOD STAIN

4'
-0

"

1/
2"

G
AP
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TY
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3'-4" AT 
TRASH / RECYC. 

AREA

1 1/2"

4'-8"
AT COMPOST AREA

RED CEDAR 2 X 6. CLEAR
COAT WITH CABOT CLEAR
EXTERIOR WOOD STAIN

4'
-0

"

1/
2"

G
AP

TY
P.

5 
1/

2"
TY

P.

8'-0" OUTSIDE WIDTH 
AT COMPOST AREA

RED CEDAR 2 X 6. CLEAR
COAT WITH CABOT CLEAR
EXTERIOR WOOD STAIN

4'
-0

"

1/
2"

G
AP

TY
P.

5 
1/

2"
TY

P.

8'-0" OUTSIDE WIDTH 
AT COMPOST AREA

6'-3" OUTSIDE WIDTH
AT TRASH / RECYC. AREA

RED CEDAR 2 X 6. CLEAR
COAT WITH CABOT CLEAR
EXTERIOR WOOD STAIN

PROPOSED PARTIAL EAST GARAGE ELEVATION

WASTE/COMPOST EAST ELEV.

WASTE/COMPOST WEST ELEV.

WASTE/COMPOST SOUTH ELEV.

WASTE/COMPOST NORTH ELEV.

PROPOSED VIEW FROM SOUTHEAST PROPOSED VIEW FROM NORTHEAST
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OVERHEAD LINES
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604

604 REC.

TRSH.

COMP.
COMP.

NEW BRICK PATIO NEW

BRICK

WALK

NEW PRIVACY
SCREEN

NEW COMPOSTING AND
RECYCLING CENTER:
CONCRETE PAD WITH
CEDAR WOOD WALLS

NEW WOOD CHIP GROUND
COVER. EXISTING PLANTS
DISPLACED BY NEW
SIDEWALK TO BE
TRANSPLANTED INTO WOOD
CHIP-COVERED AREA.

NEW WOOD CHIP GROUND
COVER. EXISTING PLANTS
DISPLACED BY NEW SIDWALK
TO BE TRANSPLANTED INTO
WOOD CHIP-COVERED AREA.

EXIST. CONCRETE

GARAGE

BRICK

WALK
EXIST.

PROPOSED SITE PLAN IN  VICINITY OF WORK
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