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RUSSELL ST.
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D

 S
T.

4440 RUSSELL STREET.
EXISTING RECTORY IS
LOCATED IN LOTS
ZONED B4 AND R5 AND A
REAR PORTION IS
LOCATED IN A FORMER
ALLEY. WORK IS LIMITED
TO FRONT PORCH.

LOCATION OF
FRONT PORCH WORK

EXISTING
DRIVE

(NO WORK)

EXISTING
WALKS

(NO WORK)

RUSSELL ST.

SCALE: 1"   =100'

SWEETEST HEART OF MARY HISTORIC DISTRICT

SCALE: 1"   = 50'

AREA OF WORK

HISTORIC REFERENCE IMAGE
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(SHOWING ORIGINAL BALUSTRADE AND ROUND COLUMNS)
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TEMPORARY COLUMNS
COLUMN/PILASTER OFFSET,
EXPOSED COLUMN CAPITALS

OVERALL EXISTING CONDITION

MULTIPLE LAYERS OF DECAYED ROOFING, LEAKING INTEGRAL
GUTTER, INADEQUATE GUTTER DEPTH, DECAYED WALL

COUNTERFLASH

EXISTING COLUMN BASE
SPALLING MASONRY PAINT

MODIFIED OVERHANGS WITH DECAYED SOFFITS AND FASCIA,
EXISTING PORCH CEILING AND LIGHT

EXISTING PILASTER
EXISTING DOWNSPOUT
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EXISTING BRICK FACADE MAIN PLANE.  ALL
MEASUREMENTS ARE MADE TO THIS PLANE.
QUOINS, LIMESTONE TRIM AND OTHER
PROTRUDING FEATURES ARE NOT RELEVANT
TO ANY DIMENSIONS PROVIDED ON
DRAWINGS.

NEW 22 MIL COPPER FLASHING AT HOUSE

PACIFIC COLUMNS, ROUND TAPERED
SMOOTH FRP TUSCAN COLUMN. PAINT WITH
TWO COATS SHERWIN WILLIAMS DURATION
EXTERIOR ACRYLIC LATEX PAINT, PURE
WHITE COLOR (SW7005)

DECORATIVE PILASTER (PARTIALLY
CONCEALED BEHIND ROUND COLUMN) :  1/2
OF PACIFIC COLUMNS, SQUARE, NON-
TAPERED SMOOTH FRP TUSCAN COLUMN.
PAINT WITH TWO COATS SHERWIN WILLIAMS
DURATION EXTERIOR ACRYLIC LATEX PAINT,
PURE WHITE COLOR (SW7005)

LOWER FASCIA:  CLAD WITH CLEAR CEDAR
1 X WOOD. PRIME WITH SHERWIN WILLIAMS

EXTERIOR OIL-BASED PRIMER #SW 6501-
33416 AND PAINT WITH TWO COATS SHERWIN

WILLIAMS DURATION EXTERIOR ACRYLIC
LATEX PAINT, PURE WHITE COLOR (SW7005)

UPPER FASCIA:  CLAD WITH CLEAR CEDAR
1 X WOOD. PRIME WITH SHERWIN WILLIAMS

EXTERIOR OIL-BASED PRIMER #SW 6501-
33416 AND PAINT WITH TWO COATS SHERWIN

WILLIAMS DURATION EXTERIOR ACRYLIC
LATEX PAINT, PURE WHITE COLOR (SW7005)

DECORATIVE BALUSTRADE:  ALL EXPOSED
COMPONENTS MADE OF CLEAR CEDAR

LUMBER. RAILS SHAPED FROM 2X'S,
BALUSTERS SHAPED FROM 4 X 4'S, POSTS

CLAD WITH 1X'S. PRIME WITH SHERWIN
WILLIAMS EXTERIOR OIL-BASED PRIMER #SW

6501-33416 AND PAINT WITH TWO COATS
SHERWIN WILLIAMS DURATION EXTERIOR

ACRYLIC LATEX PAINT, PURE WHITE COLOR
(SW7005)

22 MIL COPPER SHEET METAL COPING

 DECORATIVE MILLWORK (CROWN MOULDING
AND CHAIR RAIL) CUSTOM MILLED FROM

CLEAR POPLAR WOOD. PRIME WITH
SHERWIN WILLIAMS EXTERIOR OIL-BASED

PRIMER #SW 6501-33416 AND PAINT WITH
TWO COATS SHERWIN WILLIAMS DURATION

EXTERIOR ACRYLIC LATEX PAINT, PURE
WHITE COLOR (SW7005). SEE MILLWORK

DETAILS FOR PROFILES.

BULKHEAD:  CLAD WITH CLEAR CEDAR 1 X
WOOD. PRIME WITH SHERWIN WILLIAMS

EXTERIOR OIL-BASED PRIMER #SW 6501-
33416 AND PAINT WITH TWO COATS SHERWIN

WILLIAMS DURATION EXTERIOR ACRYLIC
LATEX PAINT, PURE WHITE COLOR (SW7005)

EXISTING MASONRY PORCH. REMOVE LOOSE
PAINT AND CLEAN EXISTING MASONRY PER

DETROIT HISTORIC DISTRICT COMMISSION'S
"MASONRY CLEANING GUIDELINE" AND

REFERENCES CONTAINED THERIN.  SEE
https://detroitmi.gov/sites/detroitmi.localhost/fil

es/2018-11/Masonry Cleaning Guideline1.pdf

EXISTING PAINTED STEEL HANDRAILS
TO REMAIN

EXISTING PAINTED STEEL SECURITY DOOR
AND WOOD ENTRY DOOR TO REMAIN

WEST ELEVATION
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DECORATIVE PILASTER:  1/2 OF PACIFIC
COLUMNS, SQUARE, NON-TAPERED SMOOTH
FRP TUSCAN COLUMN. PAINT WITH TWO
COATS SHERWIN WILLIAMS DURATION
EXTERIOR ACRYLIC LATEX PAINT, PURE
WHITE COLOR (SW7005)

LOWER FASCIA:  CLAD WITH CLEAR CEDAR 1
X WOOD, PRIME WITH SHERWIN WILLIAMS
EXTERIOR OIL-BASED PRIMER #SW 6501-
33416 AND PAINT WITH TWO COATS SHERWIN
WILLIAMS DURATION EXTERIOR ACRYLIC
LATEX PAINT, PURE WHITE COLOR (SW7005)

UPPER FASCIA:  CLAD WITH CLEAR CEDAR 1
X WOOD, PRIME WITH SHERWIN WILLIAMS
EXTERIOR OIL-BASED PRIMER #SW 6501-
33416 AND PAINT WITH TWO COATS SHERWIN
WILLIAMS DURATION EXTERIOR ACRYLIC
LATEX PAINT, PURE WHITE COLOR (SW7005)

DECORATIVE BALUSTRADE:  ALL EXPOSED
COMPONENTS MADE OF CLEAR CEDAR
LUMBER. RAILS SHAPED FROM 2X'S,
BALUSTERS SHAPED FROM 4 X 4'S, POSTS
CLAD WITH 1X'S. PRIME WITH SHERWIN
WILLIAMS EXTERIOR OIL-BASED PRIMER #SW
6501-33416 AND PAINT WITH TWO COATS
SHERWIN WILLIAMS DURATION EXTERIOR
ACRYLIC LATEX PAINT, PURE WHITE COLOR
(SW7005)

22 MIL COPPER SHEET METAL COPING

 DECORATIVE MILLWORK (CROWN MOULDING
AND CHAIR RAIL) CUSTOM MILLED FROM
CLEAR POPLAR WOOD. PRIME WITH
SHERWIN WILLIAMS EXTERIOR OIL-BASED
PRIMER #SW 6501-33416 AND PAINT WITH
TWO COATS SHERWIN WILLIAMS DURATION
EXTERIOR ACRYLIC LATEX PAINT, PURE
WHITE COLOR (SW7005). SEE MILLWORK
DETAILS FOR PROFILES.

BULKHEAD:  CLAD WITH CLEAR CEDAR 1 X
WOOD, PRIME WITH SHERWIN WILLIAMS
EXTERIOR OIL-BASED PRIMER #SW 6501-
33416 AND PAINT WITH TWO COATS SHERWIN
WILLIAMS DURATION EXTERIOR ACRYLIC
LATEX PAINT, PURE WHITE COLOR (SW7005)

PACIFIC COLUMNS, ROUND TAPERED
SMOOTH FRP TUSCAN COLUMN. PAINT WITH
TWO COATS SHERWIN WILLIAMS DURATION
EXTERIOR ACRYLIC LATEX PAINT, PURE
WHITE COLOR (SW7005)

EXISTING MASONRY PORCH. REMOVE LOOSE
PAINT AND CLEAN EXISTING MASONRY PER
DETROIT HISTORIC DISTRICT COMMISSION'S
"MASONRY CLEANING GUIDELINE" AND
REFERENCES CONTAINED THERIN.  SEE
https://detroitmi.gov/sites/detroitmi.localhost/fil
es/2018-11/Masonry Cleaning Guideline1.pdf

EXISTING PAINTED STEEL HANDRAIL TO REMAIN

PORCH LIGHT:  LITHONIA 8"
WAFER LED DOWNLIGHT.  NO J-

BOX REQUIRED. SEE SPECS. FOR
LIGHT MODEL. NOTE ADJUSTED

ROOF JOIST SPACING TO ALLOW
CENTERING OF J-BOX IN PORCH

CEILING BOUNDED BY
BULKHEADS.

PAINTED 1 X 4 TONGUE AND
GROOVE BEADBOARD CEILING

COPPER SCUPPER LOWER FINISH
FLANGE

 DECORATIVE MILLWORK (CROWN
MOULDING AND CHAIR RAIL)

CUSTOM MILLED FROM CLEAR
POPLAR WOOD.

  PAINTED 1X WESTERN RED CEDAR
BULKHEAD CLADDING

PAINTED MDO PLYWOOD SOFFITS

COPPER COUINTERFLASH AT HOUSE.
LET INTO BRICK JOINT 1 1/2"

BLACK EPDM ROOF MEMBRANE OVER
TAPERED INSULATION

COPPER COPING

SCUPPER DRAIN

NORTH ELEVATION (SOUTH OPP.)

WORMSEYE VIEW
BIRDSEYE VIEW

PERSPECTIVE VIEW
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LSFRP COLUMNS BY PACIFIC COLUMNS, INC.

PORCH CEILING LIGHT BY LITHONIA

PRIMER, PAINT BASE AND COLOR BY SHERWIN WILLIAMS

FLASHING AND COPING:  TYPICAL 22 MIL COPPER FLASHING
AND COPING MATERIAL

TYPICAL EPDM ROOF SIMILAR TO THAT
PROPOSED FOR THIS PROJECT
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3"

3"
4 5/16"

1 
1/

2"

1"1/2"

1/
2"

CROWN
MOULDING

FRIEZE
TRIM

NOTE:  QUARTER ROUND SHAPED FROM SOUTHERN YELLOW PINE IS COMMERCIALLY AVAILABLE. FRIEZE TRIM AND
CROWN MOULDING TO BE CUSTOM MILLED FROM CLEAR POPLAR.  PRIME ALL MILLWORK WITH SHERWIN WILLIAMS
EXTERIOR OIL-BASED PRIMER #SW 6501-33416 AND PAINT WITH TWO COATS SHERWIN WILLIAMS DURATION EXTERIOR
ACRYLIC LATEX PAINT, PURE WHITE COLOR (SW7005)

QUARTER-
ROUND

SOUTHERN YELLOW PINE
PORCH CEILING

1 X 4 TONGUE AND GROOVE BEADBOARD
TO BE PAINTED

POPLAR
TO BE SHAPED INTO CUSTOM MOULDINGS PER

MILLWORK PROFILES
AND PAINTED

1 X WESTERN RED CEDAR BOARDS
#2 AND BETTER USED TO CLAD ALL

FASCIAS AND EXPOSED FRAMING AND
PAINTED.

1/2 X 1/2 SOUTHERN YELLOW PINE
QUARTER-ROUND TRIM TO BE

PAINTED
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BALUSTRADE POST PLAN DETAIL B-B
AT POST CAP

BALUSTRADE POST ELEVATION

BALUSTRADE POST DETAILS
(DIMENSIONS FOR CUSTOM FABRICATION PROVIDED

IN CONSTRUCTION DOCUMENTS)
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WESTERN RED CEDAR 4 X 4
TO BE SHAPED INTO CUSTOM BALUSTRADE

SPINDLES (TO BE PAINTED)

2 X WESTERN RED CEDAR LUMBER
TO BE SHAPED FOR HORIZONTAL

BALUSTRADE MEMBERS AND POST CAPS
(TO BE PAINTED) 1 X WESTERN RED CEDAR BOARDS

USED TO CLAD BALUSTRADE POSTS
(TO BE PAINTED)

BALUSTRADE SPINDLE
PROFILE

(DIMENSIONS FOR CUSTOM FABRICATION
PROVIDED IN CONSTRUCTION

DOCUMENTS)
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