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199.75'
LIMITS OF FLUSH CURB

20.00'

6.33'

3.38'

4.73'

± 5.28'

5.00'

20.00'
SETBACK

20.00' 20.00' 20.00'

9.0
0'

TY
P.

20.00'

9.0
0'

TYP.

12.00' 12.00'

11.00'
11.00'

11
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'
11

.00
'

11
.00

'

20.00'

20.50'
26.00'

20.00'
2.00'

5.00'

5.50'

5.0
0'

20.19'

10.50'

4.68'

5.2
1'

CL
EA

R 8.62'
73.57'

5.0
0'

141.90' FRONT SETBACK PROVIDED
(0' REQUIRED)

20.00'

R12
.00

'

R10.00'

R15.00'

R5.0
0'

R15.
00'

R8
.00

'

R5.00'

R26.00'

R3.00'

12.92'

10
.00

'
TY

P.

2.00'
8.42'

20.14'

39
.51

' 9.7
9'

5.5
4'

18.17'

21.17'

50' REAR SETBACK PROVIDED
(20' REQUIRED)

5.35'

11.14'

EAST LOT (PRIMARY USE
AS VALET LOT)

44 SPACES

4 ADA
SPACES

11

19

10

3 ADA
SPACES

3

2

14

3

10

14

A

B

B

C

OVERHEAD DOOR
(LOADING ZONE)
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WEST LOT
53 SPACES

D

D

D

D

(3) EXISTING ADA SPACES TO REMAIN,
RESTRIPING MAY NEED TO OCCUR
DUE TO CONSTRUCTION ACTIVITY

CENTER FOR THE
PERFORMING ARTS

ACCESSIBLE WALKWAY

MAIN
ENTRANCE

LIMITS OF HEATED
PAVEMENT

EXISTING GENERATOR
TO REMAIN

WARMING
KITCHEN

GREEN
ROOM

SYMPHONY
ROOM

RAISED CURB

10.3' HIGH GEN.

5.5' HIGH
TRANSFORMER

REFUSE AREA (TRASH
AND RECYCLING CARTS)

F TYP.

F TYP.

EXISTING
POINTE MANOR
APARTMENTS

EXISTING
ST. AMBROSE CHURCH

(12) STANDARD PIPE
BOLLARD WITH
COVER, TYP.

LIGHTED
BOLLARD

(2) STANDARD PIPE BOLLARD
WITH COVER, TYP.

CL
EA

R

G

H

R5 ZONING
MEDIUM DENSITY

RESIDENTIAL -
CITY OF DETROIT

ALTER RD. CURB CUT
(INGRESS AND EGRESS).
THIS ENTRANCE WILL BE
USED FOR LOADING AND
SERVICE VEHICLES

PUBLIC SIDEWALK
(SIDEWALK REPAIR
AFTER NEW DRIVEWAY
INSTALLATION)

ELECTRICAL
EQUIPMENT

AREA

I

OS ZONING
(OFFICE - SERVICE)

20.14' SIDE SETBACK PROVIDED
TO PRECAST CONCRETE WALL
BASE (10' REQUIRED)

OS ZONING
(OFFICE - SERVICE)

EXISTING CURB CUT
TO BE REMOVED
AND REPLACED
WITH SIDEWALK

LOCKABLE DOUBLE
SWING GATE WITH
KNOX BOX FOR
EMERGENCY VEHICLE
EGRESS ONLY.
HOOVER FENCE 22'
WIDE V-SERIES
TUBULAR BARRIER
DOUBLE GATE,
ALUMINUM, PAINTED
YELLOW

E TYP.

℄
ALIGN BOLLARDS ON
CENTER LINE OF WINDOW
MULLION, TYP.

10
CS500

HEAVY DUTY CONCRETE
PAVEMENT

BARRIER FREE
PARKING SIGN

1
CS501

J TYP.

J TYP.

RELOCATED BEE HIVE
LOCATION (NOT IN
SCOPE)

NUMBER OF HISTORIC
PAVERS AT PLAZA TO BE
DETERMINED.  PLAZA
PAVER DESIGN MAY BE
MODIFIED BY NUMBER OF
AVAILABLE PAVERS.  SEE
DETAIL 4 / CS501

HEAVY-DUTY CONCRETE
PAVEMENT, TYP.

HEAVY-DUTY CONCRETE
PAVEMENT, TYP.

PROPOSED 4" WIDE
DOUBLE YELLOW
RECESSED POLYUREA
STRIPING

PROPOSED 1' WIDE
YELLOW RECESSED
POLYUREA STRIPING, 6'
BETWEEN STRIPES, TYP.

PROPOSED 4" WIDE
DOUBLE YELLOW
RECESSED POLYUREA
STRIPING

BARRIER FREE SIGNS,
TYP.

VAN ACCESSIBLE SPACE
AND SIGN, TYP.

SEE ARCHITECTURAL
SHEETS FOR SITE
WALL DETAILS, TYP.

SEE ARCHITECTURAL
SHEETS FOR SITE
FENCE/GATE DETAILS, TYP.

NO RIGHT-TURN SIGN

ONE-WAY TRAFFIC SIGN

(2) STANDARD PIPE BOLLARD
WITH COVER, TYP.

(4) STANDARD PIPE BOLLARD
WITH COVER, TYP.

RE-STRIPING
"NO PARKING-FIRE
LANE"

"EMERGENCY
VEHICLES ONLY"
SIGN

"NO PARKING-FIRE
LANE" SIGNS

STOP SIGN

STOP SIGN

ONE WAY
SIGN

STOP
SIGN

RESTRICTED PARKING
SIGNS (LOW PROFILE)

ORDINANCE 27-101 (SIGNAGE)

27-101 (2) ILLUMINATION. INTERNAL AND EXTERNALLY LIGHTED REFLECTORIZED, GLOWING, AND OTHER FORMS
OF ILLUMINATION SHALL BE PERMITTED ON ALL SIGNS.  ALL ILLUMINATION SHALL BE CONCENTRATED ON THE
AREA OF THE SIGN OR LANDSCAPE FEATURES  AS TO PREVENT GLARE UPON THE STREET OR ADJACENT
PROPERTY.  NO SIGN SHALL BE ILLUMINATED BY OTHER THAN ELECTRICAL MEANS OR DEVICES, AND WIRING
SHALL BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE.  THE ILLUMINATION OF ANY
SIGN OR ANY PART OF SUCH ILLUMINATION CANNOT BE OTHER THAN A STEADY, CONTINUOUSLY BURNING
BULB OR LIGHT.  THE FLASHING PART THEREOF IS PROHIBITED, WITH THE EXCEPTION OF THAT PART OR ANY
SIGN WHICH INDICATED TIME OR TEMPERATURE:

27-101 (2-e) THE TOTAL SURFACE AREA OF WALL SIGNS PLACED ON THE FRONT, SIDE OR REAR OF THE
BUILDING SHALL NOT EXCEED ONE (1) SQUARE FOOT OF TOTAL SIGNAGE FOR EACH ONE (1) LINEAL FOOT OF
BUILDING FRONTAGE:

PROHIBITED SIGNS:
ELECTRICAL MOVEMENT.  ANY SIGN WHICH HAS ANY VISIBLE MOVING PART, VISIBLE REVOLVING PART, OR
VISIBLE MECHANICAL MOVEMENT OF ANY DESCRIPTION, OR OTHER APPARENT VISIBLE MOVEMENT ACHIEVED
BY ELECTRICAL OR MECHANICAL MEANS.

FROST
SLAB

FROST SLAB

FROST
SLAB

3
CS500

3
CS500

3
CS500

3
CS500

3
CS500

NEW SIDEWALK 3
CS500

NEW SIDEWALK 3
CS500

MDOT TYPE M DRIVE
APPROACH

12
CS500

12
CS500

12
CS500

9
CS500

12
CS500

12
CS500

12
CS500

9
CS500

2, 3
CS502

2, 3
CS502

D
J TYP.

RESTRICTED PARKING
SIGNS (LOW PROFILE)

WAITING/STACK-UP
LANE (ONE
WAY)

VALET /
THROUGH
LANE

W11-2 (24") , W16-7P (ARROW
POINTS TO LEFT), FLOURESCENT
YELLOW GREEN.  ADD R1-5b SIGN.

W11-2 (24") , W16-7P (ARROW
POINTS TO RIGHT),
FLOURESCENT YELLOW GREEN.
ADD R1-5b SIGN.

TRAFFIC CONES (TYP.)-FOR
USE DURING EVENTS TO
EMPHASIZE CROSSWALK

CROSSWALK STRIPING
(CONTINENTAL STYLE), 1' WIDE
WHITE

9
CS501

9
CS501

9
CS501 8

CS501 9
CS501

9
CS501

8
CS501

8
CS501
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CITY OF GROSSE POINTE PARK
JURISDICTION

CITY OF DETROIT
JURISDICTION

WAYNE COUNTY
JURISDICTION

5.50'

81.82'

JEFFERSON AVE.
RIGHT-OF-WAY
(NORTH)

122.58'

FROM CENTER OF PROPOSED
DRIVEWAY TO CENTER OF EXISTING
SOUTHBOUND MARYLAND ST. LANE

26
.00

'

ROW LINE (EXISTING
AND PROPOSED)

JEFFERSON NORTH
ROW LINE

PAVEMENT
REMOVAL AND
REPAIR
(PATCHING)

PAVEMENT
REMOVAL AND
REPAIR
(PATCHING)

7
CS501

7
CS501

CONCRETE CURB
AND GUTTER (24"
WIDTH)

CONCRETE CURB
AND GUTTER (24"
WIDTH)

K
K

FLUSH PAVEMENT
RAMP (ACCESSIBLE
SLOPE)

DO NOT ENTER SIGN
FACING SOUTH, STOP
SIGN AND TURN
RIGHT ONLY SIGNS
FACING NORTH

DO NOT ENTER SIGN
FACING SOUTH, STOP
SIGN AND TURN
RIGHT ONLY SIGNS
FACING NORTH

STOP SIGN

100.00'
GAP

100.00'
SINGLE WHITE LINE

PROPOSED 4" WIDE

PROPOSED WHITE LEFT
TURN ARROW RECESSED
POLYUREA STRIPING

PROPOSED WHITE LEFT

PROPOSED WHITE SINGLE
BROKEN WHITE LINES
RECESSED POLYUREA
STRIPING

PROPOSED WHITE SINGLE BROKEN WHITE
LINES RECESSED POLYUREA STRIPING

10.72'
10.72'

4.53'

7.6
7'

3.0
0'

4.5
2'

GEN. DOCKING
STATION

4.00'

3.31'

N: 322490.28
E: 13509043.43

N: 322487.50
E: 13509037.92

N: 322466.07
E: 13509022.51

N: 322472.21
E: 13509053.86

7.50'
30.44'

24.50'

13.96'
1.00' TYP.

13.96'

12.80'
8.71'

4.40'

PROPERTY BOUNDARY

20' SETBACK

ASPHALT PAVEMENT

HEAVY DUTY ASPHALT PAVEMENT

CONCRETE PAVEMENT

HEAVY DUTY CONCRETE PAVEMENT

CONCRETE PAVEMENT, PEA STONE
AGGREGATE MIX

CONCRETE PAVEMENT, PEA STONE
AGGREGATE MIX WITH RELEASING AGENT

BIO-RETENTION, REFER TO LANDSCAPE
PLAN

LIMITS OF HEATED PAVEMENT
(SNOW-MELT SYSTEM)

FROST SLAB, REFER TO STRUC. PLANS

CONTROL JOINT

EXPANSION JOINT

MASONRY SCREEN WALL

DONOR IDENTIFICATION SIGN ( BY OTHERS),
ELECTRICAL CONNECTION TO  BE
COORDINATED REFER TO ELECT. PLANS

CONCRETE BENCH WITH INTREGRAL
LIGHTING COMPONENT, REFER TO ELECT.
PLANS

CONCRETE CURB AND GUTTER(6" WIDTH
CURB, 12" WIDE GUTTER)

CONCRETE CURB AND GUTTER (24" WIDTH
CURB, 12" WIDE GUTTER

CONCRETE CURB AND GUTTER (6" WIDTH
CURB, NO GUTTER)

CONCRETE FLUSH CURB

STRAIGHT CONCRETE CURB

LIGHTED BOLLARD, (REFER TO ELECTRICAL
PLANS)

PARKING LOT AREA LIGHT
(REFER TO ELECTRICAL PLANS)

DECORATIVE STONE

BARRIER FREE PARKING SIGN

#
#####

#
#####

#
#####

#
#####

#
#####

#
#####

##
#####

#
#####

#
#####

#
#####

#
#####

##
#####

8
CS501

ARRIVAL PLAZA

RESTRICTED PARKING ON DESIGNATED DAYS

EMERGENCY ACCESS ONLY

MASONRY SCREEN WALL

SPILLWAY FOR DRAINAGE TO BIO-RETENTION, SEE DETAIL 10/CS500

INTEGRALLY LIT CONCRETE BENCHES WITH SEAT TOPPER (FOUR 3
PIECES SECTIONS FOR A TOTAL 12 EA.) SEE DETAIL 2/CS501

RAISED CONCRETE PAD FOR TRANSFORMER AND DOCKING
STATION. (EXTENDS 6" BEYOND EDGE OF TRANSFORMER, ALL SIDES)

RAISED CONCRETE PAD FOR GENERATOR, TRANSFORMER, AND
DOCKING STATION (EXTENDS 6" BEYOND EDGE OF EQUIPMENT, ALL
SIDES)

SYMPHONY PATIO

FUTURE SIGNAGE:  PROJECT SIGNAGE TO MEET GROSSE POINTE
PARK'S SIGANGE ORDINANCE AND WILL MAXIMIZE THE SIGN AREA
ALLOWED BY ORDINANCE (SIGN MAY BE SINGLE-SIDED OR
DOUBLE-SIDED, PER OWNER DIRECTION).  SIGN AREA TO BE
MAXIMUM 160 SF (1-SIDED) OR 320 SF (2-SIDED) BASED ON GPP
ORDINANCE 27-101.  THE CORRESPONDING AMOUNT OF BUILDING
FRONTAGE ALONG MARYLAND (160 LINEAL FEET) WAS USED TO
DETERMINE THE MAXIMUM AREA ALLOWED.  SIGNS TO BE
ILLUMINATED, SEE ELECTRICAL PLANS.
COORDINATE FENCE FOUNDATION LOCATIONS WITH UNDERGROUND
UTILITIES IN VICINITY

A

B

C

D

E

F

G

H

I

J

K

4
CS502

4
CS502

FRONTAGE ALONG MARYLAND (160 LINEAL FEET) WAS USED TO
DETERMINE THE MAXIMUM AREA ALLOWED.  SIGNS TO BE
ILLUMINATED, SEE ELECTRICAL PLANS.
COORDINATE FENCE FOUNDATION LOCATIONS WITH UNDERGROUND
UTILITIES IN VICINITY

K
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SCALE: 1" = 20'
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PROJECT NORTH

SITE LAYOUT AND
MATERIALS PLAN

CS100

8
CS500

3
CS501

3
CS501

2
CS500

13
CS500

1. PRIOR TO START OF PROJECT WORK, VERIFY ALL SITE CONDITIONS
AND SUBMIT A PROJECT WORK PLAN TO THE ARCHITECT FOR
REVIEW AND COMMENT. PRESENT THE WORK PLAN AT THE OWNER'S
PRE-CONSTRUCTION MEETING.  DO NOT BEGIN PRIOR TO THE
'PRE-CONSTRUCTION MEETING' AND WRITTEN AUTHORIZATION TO
PROCEED IS ISSUED BY THE OWNER.

2. NOTIFY THE ENGINEER IN WRITING OF ANY IDENTIFIED
DISCREPANCIES WITHIN THE CONSTRUCTION DOCUMENTS PRIOR TO
THE START OF WORK.  DURING PERFORMANCE OF THE WORK,
VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE AND
CROSS-CHECK DETAILS AND DIMENSION SHOWN ON THE DRAWINGS
WITH RELATED REQUIREMENTS ON THE ARCHITECTURAL,
MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS. CONTRACTOR
SHALL VERIFY ALL SITE CONDITIONS PRIOR TO STARTING WORK.  IN
ALL CASES WHERE A CONFLICT MAY OCCUR, THE ENGINEER SHALL
BE NOTIFIED AND WILL INTERPRET THE INTENT OF THE CONTRACT
DOCUMENTS.

3. PRIOR TO THE COMMENCEMENT OF WORK, VERIFY LOCATIONS AND
DEPTHS OF ALL UNDERGROUND UTILITIES THAT MAY BE AFFECTED
BY CONSTRUCTION AND TAKE RESPONSIBILITY FOR DAMAGES TO
SUCH UTILITIES CAUSED AS A RESULT OF CONSTRUCTION.

4. TAKE ALL NECESSARY PRECAUTIONARY MEASURES TO PROTECT
THE PUBLIC AND ADJACENT PROPERTIES FROM DAMAGE
THROUGHOUT CONSTRUCTION, INCLUDING DAMAGES TO UTILITIES,
WALKS, WALLS, DRIVES, CURBS, ETC.

5. SECURE ALL NECESSARY PERMITS AND NOTIFY ALL UTILITY
COMPANIES WITH UTILITIES ON THE SITE PRIOR TO THE
CONSTRUCTION OF THE PROJECT.  ADHERE TO ALL APPLICABLE
LOCAL, STATE AND FEDERAL LAWS OR REGULATIONS PERTAINING
TO THE PROJECT.

6. ESTABLISH AND MAINTAIN SITE SECURITY UNTIL PROJECT
ACCEPTANCE.

7. USE DIMENSIONS SHOWN ON DRAWINGS FOR LAYOUT OF THE WORK.
DO NOT USE SCALE DIMENSIONS FROM PLANS, SECTIONS OR
DETAILS ON THE DRAWINGS.

8. REFER TO THE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS
NOT SHOWN ON DRAWINGS.

9. DETAILS NOTED AS TYPICAL SHALL APPLY IN ALL CASES UNLESS
SPECIFICALLY SHOWN OR NOTED OTHERWISE.  WHERE NO SPECIFIC
DETAIL IS SHOWN, THE CONSTRUCTION SHALL BE IDENTICAL OR
SIMILAR TO THAT INDICATED FOR LIKE CASES OF CONSTRUCTION ON
THIS PROJECT.

10. TAKE NOTE OF ALL GRADING AND DRAINAGE WAYS AND MAINTAIN
THESE DRAIN WAYS FLOWS FREE OF OBSTRUCTIONS.

11. COORDINATE CONSTRUCTION OF PENETRATIONS, SLEEVES,
VARIATIONS IN THE SLAB ELEVATIONS, DEPRESSED AREAS AND ALL
OTHER ARCHITECTURAL, MECHANICAL, ELECTRICAL AND PLUMBING
REQUIREMENTS.

12. ALL CONSTRUCTION SHALL CONFORM TO ALL APPLICABLE CODES,
REGULATIONS, AND ORDINANCES.

13. COORDINATE WORK OF SUBCONTRACTORS AND ALL OTHER
CONTRACTORS TO ENSURE ORDERLY AND EFFICIENT COMPLETIONS
OF ALL WORK.

14. ALL ABBREVIATIONS, SYMBOLS, AND LEGENDS SHOWN ON THIS
DRAWING ARE NOT NECESSARILY USED.

15. ALL ADA RAMPS AND TRUNCATED DOMES TO ABIDE BY CURRENT
R-28 MDOT STANDARDS

16. FOR CONCRETE CONTROL AND EXPANSION JOINTS, PROVIDE
EQUIVALENT SPACING BETWEEN JOINTS THROUGHOUT.

3
CS501

ADDENDUM 02 BIDS 14JUN21

KEYED NOTES CONTINUED
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MULCH BED
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25
.00

'
TY

P.

CENTER FOR THE
PERFORMING ARTS

BIO-RETENTION AREA

##
#####

EXISTING
POINTE MANOR
APARTMENTS

EXISTING
ST. AMBROSE CHURCH

SOD, TYPICAL

25.00'

TYP.

SOD, TYPICAL

SOD, TYPICAL

STONE MAINTENANCE
EDGE, TYP.

HEATED PAVEMENT
MANIFOLD LOCATION

HEATED PAVEMENT
MANIFOLD LOCATION

19
UPD

1
ACO

35
RAG

28
RAG

200
CAL

184
CAL

10
POD

7
AFJ

18
RAG

12
POD

10
POD

10
POD

11
POP

6
POP 5

POP

2
ACO

2
ACO

14
SYR

30
LMV

1
CER

12
EAR

110
LMV 3

TOD

1
FST

41
LMV

8
LMV

16
RAG

23
JPS

6
RAG

24
JPS

6
CER

3
HAM
3
HAY

2
AFJ

1
CER

5
CRV

BEE HIVE

18" MULCH BAND, TYP.

25.00'
TYP.

15.00'
TYP.

10
.00

'
TY

P.

5.00'
2.0'

4.24'
± 2.00'

MULCH BED,
TYP.

7.0'

MULCH

1
ULF

9
PYC

6
ULF

15
PAL

15
PAL

15
PAL

14
PAL

15
PAL

JEFFERSON AVE.
RIGHT-OF-WAY
(NORTH)

12
PAL

WALL
FOUNDATION
FOOTER LIMIT
V.I.F, TYP.

WALL
FOUNDATION
FOOTER LIMIT
V.I.F, TYP.

WALL
FOUNDATION
FOOTER LIMIT
V.I.F, TYP.

ROW LINE
(EXISTING AND
PROPOSED)

ROW LINE
(EXISTING AND
PROPOSED)

13
SYR

9
PAL

34
RAG
4
CER

0' 40'20'10'

SCALE: 1" = 20'
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PROJECT NORTH

SITE PLANTING PLAN

LP100

1. ENGINEER WILL REVIEW PLANT MATERIAL AND RESERVES
THE RIGHT TO REJECT ANY MATERIAL THAT DOES NOT
MEET THE SPECIFICATIONS OR DESIGN REQUIREMENTS OF
THE PROJECT. PLANTS INSTALLED THAT DO NOT COMPLY
WITH THE SPECIFICATIONS TO BE IMMEDIATELY REMOVED.

2. ALL MATERIAL SUPPLIED FOR AN INDIVIDUAL ITEM OF THE
PLANT LIST SHALL MATCH SIZE SHAPE FORM AND NOTED
COMMENTS. IN ADDITION THE PLANT MATERIAL SHALL
CONFORM TO THE SPECIFICATIONS.

3. ENGINEER TO REVIEW PLACEMENT OF PLANT MATERIAL
PRIOR TO INSTALLATION, IN RESERVES THE RIGHT TO
ADJUST LAYOUT TO ACCOMMODATE SITE CONDITIONS IN
DESIGN INTENT AT NO ADDITIONAL COST. ALL PLANTING
SHALL BE INSTALLED IN A LOGICAL SEQUENCE WITHIN THE
SAME PLANTING TIME FRAME. IF THE PLANT MATERIAL IS
INSTALLED WITHOUT PRIOR APPROVAL THE ENGINEER
RESERVES THE RIGHT TO REQUEST LAYOUT ADJUSTMENTS
AT NO ADDITIONAL COST.

4. CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS
TO PROTECT PLANTS AND ENSURE HEALTH AND PLANT
QUALITY DURING SHIPMENT, HANDLING, INSTALLATION AN
ESTABLISHMENT.

5. ALL LANDSCAPE ADD SHALL RECEIVE 12 INCHES OF
PLANTING MIX AND LAST OTHERWISE NOTED.

6. ALL PLANTING SHALL RECEIVE A MINIMUM OF THREE
INCHES OF COMPOSED DOUBLE PROCESSED SHREDDED
HARDWOOD BARK MULCH, WHERE LANDSCAPE BEDS MEET
PAVEMENTS OR LAWNS, CUT THE GRADE TO ALLOW FOR
MULCH AN ONE INCH DROP FROM THE ADJOINING FINISH
GRADE, KEEP MULCH 4 INCHES FROM TREE TRUNKS AND
SHRUB CROWNS.

7. ALL DISTURBED LAWN AREAS SHALL RECEIVE A MINIMUM
OF FOUR INCH DEEP TOPSOIL. TOPSOIL THAT WAS
SALVAGE DURING DEMOLITION PREPARATION CAN BE
REUSED, HOWEVER IT MUST MEET OR EXCEED THE
TOPSOIL REQUIREMENTS IN THE SPECIFICATIONS.
ADDITIONAL TOPSOIL REQUIRED SHALL BE PROVIDED BY
THE CONTRACTOR FROM OFF-SITE SOURCES.

8. RESTORATION LIMITS ARE APPROXIMATE AND SHALL APPLY
TO ALL AREAS DISTURBED BY CONSTRUCTION ACTIVITIES,
EVEN IF THESE ACTIVITIES EXTEND BEYOND THE SEATING
LIMITS APPROXIMATED. CONTRACTOR SHALL FIELD VERIFY
ALL SEEDING LIMITS WITH ENGINEER.

9. MINIMIZE CULTIVATION WITHIN THE GEOMETRY PAIR SOIL
FOR SEATING AREAS BY MINIMIZING DISTURBANCE TO 4
INCH DEPTH. HAND CULTIVATE WHEN ENCOUNTERING
ROOTS. NO HEAVY EQUIPMENT ALLOWED WITHIN DRIP
LINES OF EXISTING TREES.

10. ALL SHRUB/PERENNIAL BEDS SHALL HAVE LANDSCAPE
EDGING, CONTRACTOR SHALL MARK BED EDGES WITH
MARKER PAINT PRIOR TO INSTALLATION FOR APPROVAL BY
ENGINEER. ALL LANDSCAPE EDGING SHALL BE INSTALLED
AS SHOWN ON DRAWINGS AND SHALL BE STRAIGHT,
CONSISTENT, WITH EVEN RADIUS SLASH CURVES AND FREE
OF IRREGULARITIES IN ALIGNMENT.

11. INDEPENDENT OF NUMERIC QUANTITIES ON DRAWINGS OR
IN THE PLANT SCHEDULE, DETERMINE THE PLANT MATERIAL
QUANTITIES REQUIRED BY THE PLANS.  SPACE PLANT
MATERIALS AS SHOWN ON PLANS AND INDICATED IN PLANT
SCHEDULE. PLANT MATERIALS SHALL CONFORM TO PLANT
SCHEDULES AND SIZES SHALL BE THE MINIMUM INDICATED
ON THE PLANT SCHEDULE OR LARGER.  INSTALLATION OF
LARGER PLANTS AT NO ADDITIONAL COST TO OWNER.  ALL
MEASUREMENTS SHALL BE IN ACCORDANCE WITH THE
LATEST EDITION OF ANLA “STANDARDS FOR NURSERY
STOCK”.

12. PRIOR TO INSTALLATION, DEMARCATE LAYOUT OF ALL
PLANTING BEDS FOR REVIEW AND APPROVAL BY
LANDSCAPE ARCHITECT.  INCLUDE PERENNIAL GROUPINGS
BY SPECIES FOR INTERNAL BED LAYOUTS. FLAGGING,
STAKES, OR PAINT MAY BE USED TO DELINEATE LOCATIONS
AS SCALED FROM THE PLANS. THE FIELD APPROVER WILL
REVIEW THESE LOCATIONS WITH THE CONTRACTOR AND
MAY MAKE MINOR ADJUSTMENTS AS NECESSARY.  SUCH
ADJUSTMENTS WILL BE AT NO ADDITIONAL COST TO THE
OWNER.

13. ALL NEW LAWN SHALL BE SOD. ALL EXISTING LAWN AREAS
DAMAGED DURING CONSTRUCTION SHALL BE REPLACED
WITH SOD BY THE CONTRACTOR AT NO EXPENSE TO THE
OWNER.

14. REPAIR ANY DISTURBED AREAS TO THE SAME CONDITION
AS ORIGINALLY FOUND AND TO THE OWNER'S
SATISFACTION. IN AREAS WHERE LAWN IS DISTURBED
BEYOND THE LIMITS OF CONSTRUCTION, REPLACE LAWN
WITH NEW LAWN (INCLUDING TOPSOIL, SEED AND MULCH)
AT NO ADDITIONAL COST TO THE OWNER. REFER TO
SPECIFICATIONS FOR SEED MIXES.

15. SHOVEL-CUT PLANTING BED EDGES UNLESS LABELED
OTHERWISE.

16. A STONE MAINTENANCE EDGE WILL BE FURNISHED
BETWEEN ANY PLANTED AREA, LAWN AREA OR ADJACENT
HARDSCAPE AND BUILDING FACADE AND INCLUDE A METAL
EDGE RESTRAINT.

17. A TWO-YEAR MAINTENANCE AND WARRANTY PERIOD SHALL
BE INCLUDED IN THE LANDSCAPE AND IRRIGATION
CONTRACT.

18. SEE IRRIGATION ZONE SHEET TO COORDINATE IRRIGATION
CONDUIT PLACEMENT TO NOT INTERFERER WITH PLANTING.
CONTRACTOR TO NOTIFY ENGINEER OF ANY CONDUIT
LOCATION ADJUSTMENTS PRIOR TO INSTALLATION.

CODE BOTANICAL NAME COMMON NAME SPACING HT SIZE NOTES

SHADE TREES
AFJ ACER X FREEMANII AUTUMN BLAZE FREEMAN'S MAPLE 3" CAL / B&B
FST FAGUS SYLVATICA 'TRICOLOR' TRICOLOR BEECH 6" CAL / B&B
PYC PYRUS CALLERYANA 'BRADFORD' BRADFORD PEAR 3" CAL / B&B
ULF ULMUS 'FRONTIER ELM' FRONTIER ELM 3" CAL / B&B
UPD ULMUS PARIFLORA 'DAVESSTRAIGHTUP' DANNASPIRE COLUMNAR ELM 3" CAL / B&B

ORNAMENTAL TREES
CER CERCIS CANADENSIS EASTERN REDBUD 10'
CRV CRATAEGUS VAR. INERMIS THORNLESS COCKSPUR HAWTHORN 10'
HAM HAMAMELIS INTERMEDIA WITCH HAZEL 8' MULTI-STEM

EVERGREEN TREES
ACO ABIES CONCOLOR WHITE FIR 10'
TOD THUJA OCCIDENTALIS 'DEGROOTS SPIRE' DEGROOT'S SPIRE ARBORVITAE 48" 10'

DECIDUOUS SHRUBS
EAR EUONYMUS ALATUS 'RUDY HAAG' WINGED SPINDLE TREE 5' 3' - 5' #1 CONT
POD PHYSOCARPUS OPULIFOLIUS 'DONNA MAY' LITTLE DEVIL NINE BARK 3' 3'-4' #1 CONT
POP PHYSOCARPUS OPULIFOLIUS GINGER WINE NINEBARK 5.5' 5' - 6' #1 CONT
RAG RHUS AROMATICA 'GRO-LOW' GRO-LOW SUMAC 24" 30" # 1 CONT
SYR SYRINGA VULGARIS COMMON LILAC 6' 5' - 6' #1 CONT

EVERGREEN SHRUBS
JPS JUNIPERUS X PFIZERIANA 'SEA GREEN' SEA GREEN JUNIPER 5' 5'
HAY HAYWIREtm FALSE CYPRESS HAYWIRE FALSE CYPRESS 12' 8'

GOUNDCOVERS / ORNAMENTAL GRASSES
CAL CALAMAGROSTIS ACUTIFLORA KARL FOERESTER REED GRASS 24" 48" #1 CONT
LMV LIROPE MUSCARI 'VARIRGATA' LIROPE 12" 8"-18" #1 CONT
PAL PENNISETUM ALOPECUROIDES 'HUSH PUPPY' FOUNTAIN GRASS 30" 30-36" #1 CONT
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