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The existing wing is 13'1" tall at the western-most point. The existing wing is 23'1" long. The 

existing wing is 14'8" tall where it meets the house. The existing wing is 11' deep. The rebuilt 

wing will be 13'1" tall at the western-most point. The rebuilt wing will be 23'1" long. The rebuilt 

wing will be 14'8" tall where it meets the house. The rebuilt wing will be 11' deep. The existing 

window bay on the western wall is wide 18’11” long. The existing window bay on the western 

wall is 5’4” tall. The existing window bay on the north wall is 8’4.5” wide. The existing window 

bay on the north wall is 6’10.5” tall at the arch. The existing window bay on the north wall is 

5’2.5” tall at the top of the operable window units. The rebuilt window bay on the north wall will 

be 8’4.5” wide. The rebuilt window bay on the north wall will be 6’10.5” tall at the arch. The 

rebuilt window bay on the north wall will be 5’2.5” tall at the top of the operable window 

units. The southern wall of the wing will be rebuilt to match the northern wall of the wing, with 

the exact same dimensions for every element. The existing windows have basic 3/4 brick 

molding. The new windows will have basic 3/4 brick moulding. The existing windows are 

24"x60", the new windows will be 24"x60". The Andersen windows that we purchase will be 

regular left hand outswing "Casement" windows, as per the catalog you sent. Attached is a 

picture of the wing and what will be saved, including the foundation.  
 


