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$23,015.44
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ESTIMATE

Proceed To Checkout

ESTIMATE

Prepared For

R- Connie Thomas
15123 Artesian

Detroit, MI 48223
(313) 622-2674

Windows Diverse Services

3700 E. 8 Mile Rd.
Detroit, MI 48234
Phone: (313) 655-5684
Secondary: (313) 279-8403
Email: windowsdiverseservices@gmail.com
Web: www.windowsds.com

Estimate # 10238
Date 11/09/2023

Description Quantity

SUMMARY OF SCOPE OF WORK $0.00

SCOPE OF WORK SUMMARY 1

(22) WOOD DOUBLE-HUNG SASHES (132 lites) 
FULL RESTORATION 11 DH WINDOWS  
 
(6) WOOD FIXED SASHES (40 lites). 
FULL RESTORATION OR ONSITE RESTORATION  
 
 
(11) WOOD STORMS @DH WINDOWS  
REPLACED WITH ALUMINUM STORM WINDOWS. 
 
(6) WOOD STORMS RESTORED @FIXED WINDOWS FULL RESTORATION 
 
40% deposit PLUS MATERIALS  
Balance is due upon completion of each set. 
Estimated time of completion 
 
 
 
    
PAINT COLOR: [CUSTOMER PROOF REQUIRED] 
 
INCLUDES BUT NOT LIMITED TO: SASH, LITE, JAMB, EXTERIOR FRAME, 
ROPES, GLAZING and/or WEATHERSTRIPPING 
 
Total:                                
 
  
 
Using Lead EPA safe practices: Remove double-hung, single sash casement 
windows. Board-up window openings or use aluminum storms as a board. 
 
ON-SITE: Scrape and Sand and Prime the Wood Jamb and Exterior Frame: sill, 
casing, and head including sand smooth repair wood damage, prime, and paint. 
Also, Replace ropes and attach them to existing weights & restored sashes. 
 
SHOP: Remove all lead-based/old paint and putty, sand smooth, repair wood 
damage, prime, clean glass, and replace broken glass, bed glass in new putty, putty 
glaze, and hand. Restore hardware locks and handle or install new locks and 
handles (client buys new specialty locks and handles if desired or needed**) 
 
The payment is due upon the agreed upon payment schedule. The payment 
schedule is in accordance with the removal of each set of wood sashes, as describe 
in the summary, and repeated until all windows are restored and installed. 
 
(**See Item- Hardware) 
 
 
Attached you will find your estimate and the summary of the scope of work for the 
restoration of your home's historic windows. 
 
Please review all the details with your project manager to ensure that your 
expectations and our communication is made perfectly clear when working with 
Windows Diverse Services. 
 
Your project manager will communicate clearly the essential details about working 
with Windows Diverse Services; including: 
 
« How You Are Updated On Your Project 
« How Our Estimate Pricing Works 
« Warranty Information 
« Terms and Conditions 
« Contingency Policy 
« Change Order Policy 
« The Payment Schedule For Your Project 
 
We look forward to servicing your home. 

FULL RESTORATION $36,278.62

(11) DOUBLE-HUNG WOOD SASHES 22

WINDOWS #2#3#4#9#10#2.2#2.3#2.4#2.5#2.6#2.7 
 
ELEVEN (11) DOUBLE-HUNG  
with 22 sashes and 132 lites. 
 
Using Lead EPA safe practices 
Remove sashes. Board-up window openings or use aluminum storms as the board 
 (Clear boards are an additional cost) 
 
ON-SITE: Scrape and Sand and Prime the Wood Jamb and Exterior Frame: sill, 
casing, and head including sand smooth repair wood damage, prime, and paint. 
Also, Replace ropes and attach them to existing weights. 
 
SHOP: Remove all old paint and putty, sand smooth, repair wood damage, prime, 
clean glass, and replace broken glass, bed glass in new putty, putty glaze, and hand. 
Restore hardware locks and handle or install new locks and handles (client buys new 
specialty locks and handles if desired or needed)

(6) FIXED SASHES 6

WINDOWS #1#5#6#7#8#14 
 
(4) Sashes 3x2 with 24 lites 
(2) Sashes 2x4 with 16 lites 
 
1st Floor 
FIXED- Wood 
- Repair & asses for rotted wood 
- Replace broken glass where 
needed 
- Reglaze 
-Clean weather stripping  
- Strip & clean hardware or replace 
missing items where needed 
-Sand 
- Paint: Casement (3)  
     - Exterior painted black 
        and interior wood finished

(10) RESTORE EXTERIOR WOOD
STORM UNIT

6

(6) DH WINDOWS #2#3#4 & #2.2#2.3#2.5 to be replaced with aluminum storm 
windows  
 
(6) FIXED WINDOWS #1#5#6#7#8#14 
 
INSTALL (6) ALLIED STORM WINDOWS 

(5) BUILD A NEW WOOD STORM UNIT 0

 
WINDOW #9#10#2.4#2.6#2.7 to be replaced with aluminum storm windows  
 
with material, profile, and finish matching existing as closely as possible. The client 
buys all hardware and materials  
 
OR INSTALL (5) ALLIED STORM WINDOWS 

GLAZING 172

DEGLAZE AND REGLAZE LITES/PANES 
 
Maintain existing glass in place unless it interferes with repairing window in place. 
Replace missing locks and pulls with material, profile, and finish matching existing as 
closely as possible. The client buys all hardware and materials  
 
Remove loose putty glazing (deglaze) aT panels sashes and glaze with the new 
putty.

SASH CORD ROPES 22

UPPER & LOWER SASH CORD ROPES attached to existing weight. 
 
Remove and or cut access door to attach rope to existing window weights. Restore 
mechanical pulleys (client buys new pulleys and weights if needed).

RESTORE JAMB 17

ON-SITE: Scrape and Sand and Prime the Wood Jamb and repair wood damage, 
and Paint 
 
The jamb is the frame that the sash rests in. The Jamb Will not be removed from the 
opening but Restored on-site using lead-safe practices.  
 
 
 
Onsite: using Lead safe practices, Remove all old paint from the jamb. sand smooth, 
repair wood damage, stain, polyurethane (prime and paint)

EXTERIOR FRAME RESTORATION 17

ON-SITE: Scrape and Sand and Prime the Exterior Frame: sill, casing, and head 
including sand smooth repair wood damage, prime, and paint.  
 
 
Frame 
The exterior framework that surrounds and supports the entire window system – 
comprised of the head, casing and sill.

WEATHERSTRIPPING 24

RESTORE EXISTING INTEGRATED METAL WEATHERSTRIPPING. 
 
At@ DOUBLE-HUNG WINDOWS: 
 
 
NEW INTEGRATED WEATHERSTRIP – Modify sash and jambs and install new 
integrated metal weatherstripping where necessary.  The client Buys all materials. 

HARDWARE 0

Hardware: 
Maintain existing hardware in place unless it interferes with repairing window in 
place. Replace missing locks and pulls with material, profile, and finish matching 
existing as closely as possible. The client buys all hardware and materials 

ALUMINUM STORM WINDOWS $3,517.28

ALUMNUM STORM WINDOWS
INSTALLED

5.5

(6) WINDOWS #2#3#4 & #2.2#2.3#2.5 
 
(5) WINDOW #9#10#2.4#2.6#2.7 
 
MATERIALS $3,517.28 
INSTALLATION $3,517.28 
TOTAL $7,034.57 
 
Includes measure window openings and ordered storm units. Remove existing 
storms. Install storm units upon delivery. Delivery charge and disposal additional cost.

MATERIALS & EQUIPMENT $7,097.08

MATERIALS AND SUPPLIES 1

INCLUDES ALUMINUM STORM WINDOWS MEARSURE, ORDER AND 
PURCHASE ($3517.85) 
AND BASIC MATERIALS ($1962.23) 
 
 
MATERIALS INCLUDE, BUT ARE NOT LIMITED TO: 
 
 
Glazier's Steel Push Points, Zinsser Oil Base Primer, Sherwin Williams Paint, 
Polyurethane, Glaze, Sanding Discs, Sanding Discs Gold Random Orbital Sander, 
Abatron Wood Restoration Kit, Felt Roof Underlayment, Brass, Lacquered, Bronze 
Finish Nails, Spring Bronze, Silicon Bead Weather Stripping, Plated Aluminum 
Window Sash Lock and Sash Lock Shims 
 
The client buys all materials and any additional materials as needed evidenced with 
a receipt.

ALUMINUM STORM WINDOW
PURCHASE

0

The client buys all materials. Approximately $150 per storm unit under 100 combined 
inches. Over 100 inches count as 2 units. First and second floors only. 
additional cost for third-floor windows where accessible with a 40-foot ladder and 
basement  
 
The client directly pays INGRAM WHOLESALE SIDING, 621 E 4th STREET, ROYAL 
OAK, MI. 48067. 
 
Allow 2-6 Months for delivery and installation 
 
Made by  INGRAM WHOLESALE SIDING, 
standard triple track aluminum.

SCAFFOLDING 0

1-Week Rental  
Finishing interior jambs above the 2nd Floor. Reaching areas that are not accessible 
by ladder.

DEPOSIT $0.00

DEPOSIT DETAILS [ERASE BEFORE
SENDING]

1

[ERASE BEFORE SENDING] 
MATERIALS $7,097.08  
Basic $1,962.23  
plus Aluminium Storm Windows Purchase $3,517.28 
 
40% ($39,795.90) is $15,918.36 
 
TOTAL DEPOSIT $23,015.44 
 
 

Subtotal $46,892.98

Total $46,892.98

Deposit Due $23,015.44

Notes:

11/11/23: on site visit with Mr. and Mrs. Thomas to discuss restoration project. The
customer needs to quote by COB on Monday, November 13. 
 
11/8/23: service request for Historical Window restoration per Referal Pam Weinstein

Windowsds.Com

WINDOW #1 CASEMENT 2x4

WINDOW #2 DH 6-6 + WOOD STORM

WINDOW #3 DH 6-6 + WOOD STORM

WINDOW #4 DH 6-6 + WOOD STORM

WINDOW #5 CASEMENT 3x2

WINDOW #6 CASEMENT 3x2

WINDOW #7 CASEMENT 3x2

WINDOW #8 CASEMENT 3x2

WINDOW #9

WINDOW #10

WINDOW #11 VINYL SLIDER 1-1

Tap here to view the
photo in full screen



ABOUT WINDOWS DIVERSE SERVICES

Insurance !

windowsds.com

WINDOW #14 CASEMENT 2x4

WINDOW 2.2 & 2.3 DH 6-6 WOOD STORM

WINDOW #5 DH 6-6 WOOD STORM

WINDOW #2.6 DH 6-6 NO STORM

Interior veiw

Interior 2nd floor

ACCEPTANCE OF PROPOSAL
All material is guaranteed to be as specified. 
All work is to be compiled in a substantial workmanlike manner according to
specifications submitted, per standard practices. Any alteration or deviation from the
above specifications involving extra costs will be executed only upon written orders and
will become an extra charge over and above the estimate. All agreements are contingent
upon strikes, accidents, or delays beyond our control. Owner to carry fire, tornado, and
other necessary in-
insurance. 
Our workers are fully covered by Workmen's Compensation insurance.
By signing this estimate the client has accepted the proposal and, if applicable, terms of
the working agreement. 

The above prices, specifications, and conditions are satisfactory and are hereby
accepted. You are authorized to do the work as specified. Payment will be made as
outlined above. 
Date of Acceptance: 
Authorized <

Windows Diverse Services Inc. R- Connie Thomas

Close
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