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Extrudeck’s® unique “J channel” water

capture system makes this a functional 

yet attractive choice for any building.

Its lightweight design provides protection

from the elements and its easy hanger

capability makes installation a snap.

Extrudeck® is available pre-engineered in

a wide variety of widths and lengths, a

choice of finishing options will highlight

your buildings facade.

. Unique built-in drainage system

. Superior durability and lightweight design

. A variety of mounting options:

    hanger rod, cantilever, post mount

. Pre-engineered

. Wide selection of fascia profiles,

  compliments any design

. Modular design and construction

. Weather protection

. Adjustable pitch

. Floating internal structure

. Surprisingly affordable

Features and Benefits:

*MASA Architectural Canopies Ecoshade®

and Extrudeck® systems can help you 

achieve LEED Credits.

The gold-standard of extruded aluminum canopiesThe gold-standard of extruded aluminum canopies

Innovative environmental control through creative designInnovative environmental control through creative designInnovative environmental control through creatiInnovative environmental control through creat
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The gold-standard of extruded aluminum canopiesThe gold-standard of extruded aluminum canopies

Multi-sided fully integrated water capture system

Lightweight decking

Floating internal structure

Customizable wall plate

Adjustable Pitch
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Doorways / Windows / Loading Docks / Walkways / Handicap ramps

• All extrusions meet criteria for ASTM B221 and ASTM B429

• All products are engineered to meet standards of ASCE for design loads

• All channel framing is .125 6063-T5 high strength extruded aluminum

Applications:

Technical Data:

• Standard finish super-durable Tiger Drylac Series 39 or 49 polyester

   resin based powder coating.
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  • Matthews/ppg Eurothane wet application

  • Kynar Liquid Flouropolymer

Full color palettes are also available for download at * * * + & � , � ! � � , � - � & ' , & " . / ! � # + , . 0
All finishes are AAMA rated for excellent outdoor durability

Finishes:

Contact your Authorized DealerContact your Authorized Dealer





Standard Colors Chart

Non-Standard Colors

Bronze Matte Metallic                      Silver 1 Coat 
(Clear Anodized Equivilant) 39/60020                                        

39/90000 

White Matte

                        
Black Matte

               
Roman Bronze Matte

49/11350

39/80020 39/60060

Federal Standard Haze G   ray    
49/70239        

Bengal Silve r 1Coat
49/99999 

*Any Tiger Drylac Color Selection that is not on this chart is subject to change order 

Steve
Oval
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