The scope of work as outlined in the Application dated 2/18/2025 states the following:
-the windows at the front façade will replicate the original, with the design based upon the designation photos 
-the vinyl windows at the sides and rear will be kept but “pushed forward” to accommodate custom milled brick moldings. The Brick moldings will match original profile
However, the Applicant Response document submitted on 3/6/2025 lists all window openings sizes with the term “new wood window install” attached for every line. Can you please outline a final detailed scope of work for the project?
Also, please provide a window schedule for each window opening which includes a sketch and specs per line/opening/window:
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Finally, please provide drawings per the information outlined in below link which provide typical dimensions for all window types and associated trim/brickmould:
Documentation Requirements for Proposed Window Replacement - Historic Preservation Tax Incentives (U.S. National Park Service)
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Location: Lowers

Rough Opening: 71.75' X 71.25"
Frame Size:

Final Wall Depth:

Frame Perimeter (inches): 263
Assembly Type: Branch Finished
Last Revision Date:

Lifestyle, 2-Wide Double Hung, Lifestyle, 2-Wide Sash
Set, 71 X 70.5, Without HGP, Black

1: Non-Standard Size Double Hung, Equal

Frame Size: 35 1/2 X 56 12

Unit Type: No Program

‘General Information: No Package, Without Hinged Giass Panel, Clad,
Pine, 57,3 11/16", No Certiication, Jambliner Color: Black

Exterior Color / Finish: Standard Enduraclad, Black

Interior Color/ Finish: Provincial Stain Interior

Giass: Insulated Low-E Advanced Low-E Insulating Glass Argon Non
High Attitude

Hardware Options: Cam-Action Lock, 2 Locks, Brown, No Limited
‘Opening Hardwars, Order Sash Lift, 2 Lifts, No Integrated Sensor
‘Screen: Ful Scroen, Black, InView™

Performance Information: U-Factor 0.30, SHGC 0.30, VLT 0.7, CPD PEL-
'N-35-00514-00001, Performance Class LC, PG 35, Calculated Positive
'DP Rating 35, Calculated Negative DP Rating 35, STC 27, OITC 23,
Egress Meats minimum clear opening and 5.0 sq.ft

Grile: No Grille,

2! Non-Standard Size Double Hung, Equal

Frame Size: 35 112 X 56 112

Unit Type: No Program

General Information: No Package, Without Hinged Glass Panel, Clad,
Pine, 5%, 3 11/16", No Certification, Jambliner Color: Black

Exterior Color / Finish: Standard Enduraciad, Black

Interior Color / Finish: Provincial Stain Intercr

Glass: Insulated Low-E Advanced Low-E Insulating Glass Argon Non High
Alitude

Hardware Options: Cam-Action Lock, 2 Locks, Brown, No Limited Opening
Hardware, Order Sash Lif 2 Lifts, No Integrated Sensor

‘Screen: Full Screen, Black. InView™

Performance Information: U-Facior 0.30, SHGC 0.30, VLT 0,57, CPD.
"PEL-N-35.00514-00001, Performance Class LG, PG 35, Calculated Positive:
'DP Rating 35, Calculated Negative DP Rating 35, STC 27, OITC 23, Egress
Meets minimum clear opening and 5.0 sq.t

Grille: No Gril
3:35.514 Fixed Sash Sot

Frame Size: 35 1/2 X 14

‘General Information: No Package, Without Hinged Giass Panel, Clad,
Pine, 57,3 11/16", No Certfication

Exterior Color / Finish: Standard Enduraciad, Black

Interior Color / Finish: Provincial Stain Intercr

Glass: Insulated Low-E Advanced Low-E Insulating Glass Argon Non High
Alitude

Performance Information: U-Factor 0.27, SHGC 0.28, VLT 0,52, CPD.
"PEL-N-229-00862-00001, Performance Ciass LC, PG 50, Calculated
Posiive DP Rating 50, Calculated Negative DP Rating 50

Grille: GBG, No Custom Grill, 314" Contour, Traditional (3W1H), Brown,
Black
4:35.514 Fixed Sash Sot

Frame Size: 35 1/2 X 14

‘General Information: No Package, Without Hinged Giass Panel, Clad,
Pine, 5", 3 11/16", No Certification





